La Escandella

ROOFING THE WORLD

PRICELIST

ROOF TILES AND SUSTAINABLE
CONSTRUCTION SOLUTIONS
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Ceramic
Tradition

©

5 TILES EVERY
SECOND

La escandella has the
world's largest clay
rooftile production plant

MORE THAN
1,000 DIFFERENT
PRODUCTS

La Escandella is present
in over 80 countries

O

QUALITY AND
DURABILITY

Thanks to the latest
technology and our
secret clay formulation

La Escandella

ROOFING THE WORLD

@

UNIQUE CERAMIC
ROOF TILES

That make a difference
in architectural projects

INNOVATION AND
SUSTAINABILITY

Pioneers in integrating
photovoltaic systems into
rooftiles
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KLINKER H-SELECTION TILES

INNOVA

RUSTIC RED BROWN GREY SLATE GALAXY
TNRK /3.47€ TNRRK /3.61€ TNMK /3.78€ TNXK /4.11€ TNPK /3.78€ TNYK /4.11€

PLANUM

JASPEE RED RUSTIC RED BROWN PEPPER GREY COCOA SLATE GALAXY BLACKSTONE

TIRK /3.47€ TIJK /3.61€  TIRRK /3.61€ TIMK /3.78€  TICEK /4 11€  TIXK/411€  TICOK /411€ TIPK /3.78€  TIYK/4.11€  TIBSK /4.11€

SELECTUM

RUSTIC RED PROVENCE GALIA BROWN

TSRK /332€  TSRRK /3.43€ TSPRK /3.43€ TSVK /3.43€ TSMK /3.63€  TSXK / 3.63€  TSPK / 3.63€

VIENNA

RED RUSTIC RED BROWN SLATE GALAXY

TVRK /3.47€ TVRRK /3.61€ TVMK /3.78€ TVPK /3.78€ TVWK /4.11€

VISUM3

RUSTIC RED OLD ENGLAND RUSSET VERMONT GREY IDELLA GREY SLATE

TWRRK / 4.33€ TWVIK /4.72€ TWRUK /4.72€ TWGVK / 4.72€ TWGIK /4.33€ TWPK /4.33€
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La Escandella

ROOFING THE WORLD

GLAZED H-SELECTION TILES UPON REQUEST

LIGHT BLUE DARK BLUE LIGHT GREEN DARK GREEN CARMINE RUSTIC COGNAC COGNAC BLACK

T*EZ/ 6.14€ T*EA/ 6.14€ T*EV/ 6.14€ T*EO/ 6.14€ T*EG/ 6.14€ T*ECR/6.14€ T*EC/6.14€ T*EN / 6.14€

SPECIAL COLOURS UPON REQUEST

SATIN WHITE PEPPER SATIN RED BURGUNDY

[ A AT R SRR R

T*RSK TIBUK

T*EB
GOLD RUS. RED SMOOTH
T*EGO T*DDK T*BAK T*COK TWLRRK TWLSGK
SATIN WHITE H-SELECTION ROOF TILES T*EB 6.14 €/u.
SELECTUM ROOF TILE TSAAK 3.63€/u.
PAJA KLINKER PLANUM / INNOVA / VIENNA ROOF TILE T*AAK 3.78 €/u.
VISUM3 ROOF TILE TWAAK 4.33€/u.
SELECTUM ROOF TILE TSIAK 3.63€/u.
ALTEA KLINKER PLANUM / INNOVA / VIENNA ROOF TILE T*IAK 3.78 €/u.
VISUM3 ROOF TILE TWIAK 4.33€/u.
PEPPER KLINKER SELECTUM /INNOVA / VIENNA ROOF TILE T*CEK 4.00 €/u.
VISUM3 ROOF TILE TWCEK 4.58 €/u.
SATIN RED KLINKER SELECTUM / PLANUM /INNOVA /VIENNA ROOF TILE ~ T*RSK 3.90 €/u.
VISUM3 ROOF TILE TWRSK 4.58 €/u.
BURGUNDY KLINKER PLANUM ROOF TILE TIBUK 3.61€/u.
GOLD KLINKER H-SELECTION ROOF TILES T*EGO 6.14 €/u.
DIAMOND KLINKER H-SELECTION ROOF TILES T*DDK 6.14 €/u.
BASALT KLINKER SELECTUM / PLANUM /INNOVA /VIENNA ROOF TILE ~ T*BAK 411 €/u.
VISUM3 ROOF TILE TWBAK 4.72 €/u.
SELECTUM ROOF TILE TSCOK 3.63 €/u.
COCOA KLINKER INNOVA / VIENNA T*COK 3.78 €/u.
VISUM3 ROOF TILE TWCOK 4.33€/u.
RUSTIC RED SMOOTH K. VISUM3 ROOF TILE TWLRRK 4.33€/u.
GREY SMOOTH KLINKER VISUM3 ROOF TILE TWLSGK 4.33€/u.
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MEDITERRANEAN TILES  curveD g
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RED JASPEE RED CASTELL GALIA HISPANIA AITANA

50X22 I 'y .
i J, ¥ . i 2 2 >
TSR / 1.48€ T5J / 1.70€ T5CS / 1.83€ T5v / 1.83€ T5H / 1.83€ T51 / 2.05€
LUCENTUM MILENIUM PAJA BROWN
T5MI / 2.05€ T5P / 1.81€ T5M / 2.18€
RED JASPEE RED HISPANIA
50X21 j J J
i 3, & ]
TT5R / 1.60€ T15) / 1.77€ TT5H / 1.87€
RED
45%20 J
Jf #i
T45R / 1.37€
RED CASTELL FLAMED PAJA AITANA LUCENTUM BROWN
soxis | .
T4R /1.09€ T4CS /1.31€ T4P /1.31€ T4E /1.37€ T4l [ 1.46€ T4L /1.46€ T4M /1.56€

RED HISPANIA BROWN

T40

40X15 j
Jf P |
T4O0R / 1.05€ T4OH /1.23€ T40M / 1.50€
RED RED PAJA FLAMED PAJA
30X15 j 25§11 | i
/4 # /4 #
T3R /1.13€ TIR /1.13€ TIP /1.15€ TI1E / 1.19€
RED PAJA FLAMED PAJA
20X10 /.

i

T2R /1.11€ T2P /1.13€ T2E /1.19€



La Escandella

ROOFING THE WORLD

GLAZED CURVED

TRANSPARENT RED HONEY COGNAC CARMINE TRANSP. HISPANIA OLIVE GREEN

ET*T ET*M ET*C ET*G

BOTTLE GREEN BLUE COBALT BLUE WHITE

ET*0 ET*Z ET*A ET*B ET*N
CURVED 30 ET3*1 5.32 €/u.
1 SIDE GLAZED ROOF TILE CURVED 40 ET4*1 5.30 €/u.
CURVED 50 ET5*1 6.14 €/u.
CURVED 20 ET2*2 6.86 €/u.
CURVED 25 ET1*2 6.86 €/u.
2 SIDES GLAZED ROOF TILE CURVED 30 ET3*2 6.67 €/u.
CURVED 40 ET4*2 6.67 €/u.
CURVED 50 ET5*2 7.02 €/u.

Note: A 20% surcharge applies on the glazed white tiles and accessories.

Galia Curved Roof Tile
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MEDITERRANEAN TILES

LARGE MIXED ROOF TILE

JASPEE RED MEDITERRANEA CASTELL HISPANIA TOSSAL

TGR /2.63€ TGJ /2.73€ TGME /2.73€ TGCS /2.89€ TGH /2.89€ TGO /2.89€

GALIA BOURGOGNE PAJA FLAMED PAJA MILENIUM

Fi

F B .'.l L I 3 ' Wi
TGV /2.89€ TGBO /2.89€ TGP /2.89€ TGE /2.89€ TGMI /2.94€ TGl /2.94€

LUCENTUM BROWN SLATE

TOL / 2.94€ TGM /3.22€ TGPN /3.45€

‘ SMALL MIXED ROOF TILE

RED JASPEE RED HISPANIA

FLAMED PAJA BROWN

I

¥ I i
TPR /2.30€ TPRJ / 2.40€ TPH /2.55€ TPV /2.55€ PP /2.55€ TPE /2.55€ TPM /2.83€

4' FLAT ROOF TILE

JASPEE RED

RED

TLR /2.63€ TLJ /2.73€
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MORE INFO
ON THE
WEBSITE

Pepper and Jaspee Red
Klinker Planum Roof Tile

with VerticalRoof with System
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Slate Klinker Planum Roof Tile
with Volt PV Solar System

MORE INFO
ON THE
WEBSITE
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La Escandella

ROOFING THE WORLD

La Escandella

(o]0}

GUARANTEE

H-SELECTION
roof tiles

H-Selection is the result of applying modern
manufacturing processes in H-Cassette to a selection
of our products, endowing them with numerous
functional and aesthetic advantages and benefits.
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HALF TILE Q85*K Q100*K Q102*K Q119*K Q130*K

JF © o /J ¢

ACCESSORIES

Planum Visum 3 Visum 3 Innova half Selectum
half roof  righthalf  left half roof tile half roof
— tile klinker  roof tile roof tile klinker tile klinker
3600 klinker klinker :
SOLUTIONS : :
La Escandella SELECTION : : :
SIDE COURSES Q89*K Q99*K Q101*K Q115*K Q133*K
. by
MORE INFO B _- ’ ‘ \ \
ON THE = I Planum Visum3 Visum3 Innova/  Selectum
WEBSITE 1 left side  rightside left side Vienna left side
course course course left side course
/ Rake klinker klinker course klinker
klinker . klinker .
Q88*K Q107*K Q116*K  Q134*K
right Visum3 right right
eave right
side course
klinker

083*K Q124*K Q147*K END-CAP

* ¢ ¢

r P

End cap Angular End cap
round end cap 45°
ridge klinker klinker
klinker ) .
Q86*K Q96*K Q117*K Q131*K VENTILATION | \ A N N
Planum Visum3  Innova/  Selectum TS
ventilation ventilation ~ Vienna  ventilation \ TN R R e
roof tile roof tile  ventilation  roof tile \ . T \
klinker klinker  roof tile klinker ; } ;N T
klinker ‘ e N NN
Q08*K Q136*K Q138*K  OTHERS B A bchaee A N
Wedge Bird stopper Double /
klinker ~ Selectum  Selectum
klinker roof tile
klinker

12 |



Q04*K Q109*K

La Escandella

ROOFING THE WORLD

Q122*K

o &

Round Atica 120°
ridgeend/  hip/end
Hip starter ridge

klinker klinker

Q02*K Q90*K

<

Angular
hip / end
ridge
klinker

0120*K Q145*K

v @

Round Atica
ridge / ridge 1200
Hip klinker klinker

Q45*K  Q55*K Q111*K

< »

Angular Ridge
ridge vt 45° klinker

klinker

Q123*K Q146*K

RIDGE ENDS

RIDGES AND WEDGES
N
JOINS Q44*K
T |
Round 3
way ridge
klinker
N _

Round 3  Atica 120°
way ridge 3 way ridge
klinker klinker

> QP S p W

Angular 3 45°
way ridge 3 way ridge
klinker klinker

(1 male -
2 females)
CHIMNEYS™ Q97*K Q77*K Q121*K Q135*K
, S g 8§ @&
Visum3 Planum Innova- Chimney
chimney / Chimney Vienna cover
roof tile / klinker Chimney  Selectum
Pipe tile klinker klinker
klinker : :

Q87*K Q118*K Q132*K

v

Planum Innova/ Chimney
chimney Vienna support
roof tile chimney  Selectum
- klinker roof tile klinker
B klinker

To avoid breaking of the roof tiles and accessories
It's necessary pierce the pre-hole with a screw
stroke (g max. 4mm / 0.16". Except Q90*K g max.

*1 As wedge must be used Q120*K.

3,5mm/ 0.14"), before stick or drill the piece directly.

*2 For chimney supports to be more effective, parts
must be as close as possible to the ridge line. |

13



H-SELECTION
Roof Tiles Colours

14

GLAZED AND SPECIAL COLORS ROOF TILES

UPON REQUEST

ROOF TILES

INNOVA PLANUM SELECTUM VIENNA VISUM3

Brown -T*MK ° ° ° °

Galaxy -T*YK ° ° °

Grey -T*XK ° °

Jaspee Red -T*JK (]

Pepper -T*CEK (]

Red -T*RK

Russet -T*RUK °

Vermont Grey -T*GVK °

Basalt -T*BAK ° ° ) ° °

Burgundy -T*BUK °

Cocoa -T*COK o ° ° °

Dark Blue -T*EA o ° ° ° °

Diamond -T*DDK ° ° ° ° o

Grey Smooth -T*LSGK °

Light Green -T*EV °

Pepper -T*CEK J o J o

Rust.Red S.-T*LRRK °

Satin White -T*EB ° ° ° ° °



La Escandella

ROOFING THE WORLD

RIDGES ,' ' ' '

Q02*K Q90*K Q120*K Q145*K

Cocoa - Q120COK ° °

Galia - Q02VK U

Idella Grey - Q*GIK ° ° °

Old England - Q*VIK ° ° °

Provence - Q02PRK °

Rustic Red - Q*RRK ° ° ° °

Slate - Q*PK ° ° ° °

NOTE: the availability of ridge colours will also affect their respective accessories.
Q02*K - Q04*K - Q44*K - Q45*K - Q55*K - Q83*K

Q90*K - Q109*K - Q111*K

Q120*K - Q122*K - Q123*K - Q124*K

Q145*K - Q146*K - Q147*K

Cocoa Klinker Planum Roof Tile



INNOVA
ROOf tz.le TECHNICAL CHARACTERISTICS

16

Dimensions* A 460 mm/18.11"

ISO mm/3.15" B 255 mm / 10.04"
C30mm/1.18"
Pieces per m?/ sq. 11.5/105
Weight per piece 3.4 kg /7.5 lbs
Longitudinal fit** 396 mm (+5 mm; -75 mm) / 15.6" (+0.19"; -2.95")
Transversal fit** 214 mm (£1 mm) / 8.42" [ +0.04")
Units per pallet 216/ 288
A Weight per pallet 734 kg /1,618.2 Lbs (216 pieces)
979 kg / 1,757.1 Lbs (288 pieces)
Laying Straight / Broken bond
* The tile dimensions indicated in this chart, allow a tolerance of approximately +2%.
** Theoretic value: this should be re-calculated on site with the tiles that are to be used.
o5 [re) [N D [ (8 [3] [T
é roofs &

EEZ CEN EE3 CEEA

Accordlnglo Testof frost  Impermeability  Flexural Geometric
strength test  characteristics

e —
La Escandealla La Escandella

................

Valid for broken bond
installation.

ACCESSORIES

i Weight Units Ex-works price
Description Ref. Grg. pallet €/unit
SPECIAL ACCESSORIES FOR INNOVA ROOF TILE

Innova/Vienna left side course klinker Q115*K 2500 104 11.40
(2.7 units/lm) '
Innova/Vienna right side course klinker Q116*K 2500 120 11.40
(2.7 units/lm)

l Innova/Vienna ventilation roof tile klinker Q117*K 3550 114 43.12

' Innova/Vienna chimney roof tile klinker Q118*K 3550 21 110.55

l Innova half roof tile klinker Q119*K 2000 200 11.18
' Innova-Vienna Chimney klinker ¢ 13 cm/5.12" Q121K 2500 P 92.86
(with Q118*K)
RIDGES AND WEDGES

Round ridge end / Hip klinker Q02*K 3400 110 11.18
(2.5 units/lm) ’
Atica ridge 120° klinker "

' (2.5 units/im Q90*K 3400 100 12.28
Angular ridge klinker Q120*K 3500 116 12.28
(2.5 units/lm)
Ridge 45° klinker Q145K 3850 104 12.28
(2.5 units/lm)




La Escandella

ROOFING THE WORLD

CERAMIC COLOURS

RED KLINKER TNRK RUSTIC RED KLINKER TNRRK BROWN KLINKER TNMK

3.47 €/u. 3.61 €/u. 3.78 €/u.
GREY KLINKER TNXK SLATE KLINKER TNPK GALAXY KLINKER TNYK

411 €/u. 3.78 €/u. 411 €/u.

NOTE: More special colours available upon request: see page 3. All accessories also available in special colours upon request.
For Glazed Colours, Satin White, Gold and Diamond accessories, see prices on page 26.

_ Weight Units Ex-works price
Description Ref. GE pallet €/unitp
JOINS
' Round 3 way ridge klinker QUL*K 4600 40 87.21
(Q02*K) .
m Round 4 way ridge klinker Q45K 4100 40 87.21
(Q02*K) .
Round 3 way ridge klinker "
‘ (1 male - 2 females] (with Q02*K] 5K 4100 o0 87.21
Atica 120° 3 way ridge klinker %
* Atica 120° Q111%K 5100 58 98.27
Angular 3 way ridge klinker "
‘ g Q123*K 3920 46 98.27
45° 3 way ridge klinker "
‘ N Q146*K 5000 32 98.26
RIDGE ENDS
Round ridge end / Hip starter klinker QO4*K 3300 110 42.38
(with Q02*K] )
Atica 120° hip / end ridge klinker "
- (with Q90*K | Q109*K 2900 95 49.13
Angular hip / end ridge klinker "
' (with Q120%K] Q122*K 3400 84 49.13
END-CAPS
End cap round ridge klinker *
’ (with Q02*K) Q83*K 2500 90 46.68
Angular end cap klinker *
’ (with Q120K | Q124*K 2180 72 51.59
End cap 45° ridge klinker "
’ (with Q145*K) Q147*K 2700 32 51.59

I.P. = Individual Packaging

17



PLANUM
ROOf tz.le TECHNICAL CHARACTERISTICS

Dimensions* A 441 mm /[ 17.36"
B 278 mm / 10.94"
C32mm/1.26"
Pieces per m?/ sq. 11/106

Weight per piece 3.5kg/7.71 lbs

Longitudinal fit** 370 mm (+6 mm; - 44 mm) / 14.57" (+0.24"; -1.7")

Transversal fit** 237 mm /9.33"

Units per pallet 240/ 320

Weight per pallet 840 kg / 1.852 lbs (240 pieces)

1.120 kg / 2.469,2 bs (320 pieces)
Laying Broken bond

* The tile dimensions indicated in this chart, allow a tolerance of approximately +2%.

** Theoretic value: this should be re-calculated on site with the tiles that are to be used.

=I=
v v [N I,Q\ % & 8 3
P
i roofs (&
o —— [ EN 530-2 [ EN 539-1 ] Em m
A ordingto  Testof frost  Impermeability  Flexural Geometri
La Escandalla La Escandella European resistance stren gth test  characteristics

standard

ACCESSORIES
A Weight Units Ex-works price
Description Ref. G? pallet €/unitp
SPECIAL ACCESSORIES FOR PLANUM ROOF TILE
Planum chimney klinker
. (with Q87*K) Q77*K 3100 I.P. 110.55
‘ Planum half roof tile klinker Q85*K 2200 185 11.18
‘ Planum ventilation roof tile klinker Q86*K 3500 110 43.12
’ Planum chimney roof tile klinker @ 16 cm/6.30" Q87*K 3500 21 111.78
Planum right side course / Rake klinker Q88*K 2500 104 11.40
(2.7 units/lm) ’
Planum leftt side course / Rake klinker Q89*K 2800 90 11.40
(2.7 units/lm) ’
RIDGES AND WEDGES
Round ridge end / Hip klinker Q02*K 3400 110 11.18
(2.5 units/lm) )
' Atica ridge 120° klinker Q90*K 3400 100 12.28
(2.5 units/lm)
Angular ridge klinker Q120K 3500 116 12.28
(2.5 units/lm)
Ridge 45° klinker Q145K 3850 104 12.28
(2.5 units/lm)

18



La Escandella

ROOFING THE WORLD

CERAMIC COLOURS

RED KLINKER TIRK JASPEE RED K. TIJK RUSTIC RED K. TIRRK BROWN KLINKER TIMK PEPPER KLINKER TICEK
3.47 €/u. 3.61€/u. 3.61€/u. 3.78 €/u. 411 €/u.
GREY KLINKER TIXK COCOA KLINKER TICOK  SLATE KLINKER TIPK GALAXY KLINKER TIYK BLACKSTONE K. TIBSK

411 €/u. 3.78 €/u. 411 €/u. 411 €/u.

NOTE: More special colours available upon request: see page 3. All accessories also available in special colours upon request.
For Glazed Colours, Satin White, Gold and Diamond accessories, see prices on page 26.

Description Re. S T
JOINS
,. Evc?;ngog*ﬂ?y ridge klinker Q4L*K 4600 40 87.21
m &?;ngog*v;?y ridge klinker Q45*K 4100 40 87.21
& e, S i
‘ ‘[A\:iit?Q'l‘?%?;f way ridge klinker Q111*K 5100 58 98.27
‘ ,[L\\Nr:tghué?goiip\gay ridge klinker Q123*K 3920 4Lb 98.27
‘ [l'v?i:hsav;’l?;* Pr<i]rzls;e klinker Q146*K 5000 32 98.26
RIDGE ENDS
' unnd ridge end / Hip starter klinker QO4*K 3300 110 42.38
(with Q02*K]
- ‘[o‘v:iit?(}‘l?%?; :lip / end ridge klinker Q109*K 2900 95 49.13
' ,[o\.Nthghué?;Orllpg / end ridge klinker Q122*K 3400 84 49.13
END-CAPS
’ mﬂ]?og:%und ridge klinker Q83*K 2500 90 46.68
’ miué?;oe*&d] cap klinker Q124*K 2180 72 51.59
’ mﬁ]?&;ﬁ; ridge klinker Q147*K 2700 32 51.59

I.P. = Individual Packaging 19



Roof tile

SELECTUM

TECHNICAL CHARACTERISTICS

20

Dimensions*

Pieces per m?/ sq.
Weight per piece
Longitudinal fit**

Transversal fit**
Units per pallet

Weight per pallet

Laying

A 468 mm/18.
B280 mm/ 11

C75mm/ 29"
11-14/116

4

3.5kg/7.71 lbs
348 -383mm/13.7" - 15.07"
206-231 mm/8.11"-9.1"

240/320

840 kg / 1,852 Lbs (240 pieces)
1,120 kg / 2,469 lbs (320 pieces)

Straight bond

* The tile dimensions indicated in this chart, allow a tolerance of approximately +2%

** Theoretic value: this should be re-calculated on site with the tiles that are to be used

Flexilock system offers vertical and lateral tolerance, which make the installation easier and guarantee a perfect fi t for any roof

The number of tiles per square meter may vary from 11 (long. fi t 383 and transv. fi t 231) to 14 (long. fi t 348 and transv. fi t 206)

GUARANTEE ; = 1=
Low it ‘N O B & & 3
Lo i * (6 8 1]
— EXE EED EE
La Escandslla La Escandella Mo remnee T itest charanenoes
ACCESSORIES
. Weight Units Ex-works price
Description Ref. Gg pallet €/unitp
SPECIAL ACCESSORIES FOR SELECTUM ROOF TILE
' Selectum wedge klinker Q08*K 800 300 4.54
I Selectum half roof tile klinker Q130*K 1400 230 11.18
' Selectum ventilation roof tile klinker Q131*K 3500 77 43.12
’ Selectum chimney support klinker Q132*K 4200 32 110.55
Select_um left side course klinker Q133*K 2200 130 11.40
(2.7 units/lm)
Select'um right side course klinker Q134*K 2300 130 11.40
(2.7 units/lm)
. Chimney cover Selectum klinker @ 13cm /5.12" Q135*K 1100 P 42.38
(with Q132*K]
~ Selectum Bird stopper klinkerer Q136*K 550 700 8.83
‘ Double Selectum roof tile klinker Q138*K 4300 80 16.93
RIDGES AND WEDGES
Round ridge end / Hip klinker Q02*K 3400 110 11.18

o

(2.5 units/lm)




La Escandella

ROOFING THE WORLD

CERAMIC COLOURS

RED KLINKER TSRK RUSTIC RED K. TSRRK PROVENCE K. TSPRK GALIA KLINKER TSVK
3.32€/u. 3.43 €/u. 3.43 €/u. 3.43€/u.
BROWN KLINKER TSMK GREY KLINKER TSXK SLATE KLINKER TSPK

3.63 €/u. 3.63 €/u. 3.63 €/u.

NOTE: More special colours available upon request: see page 3. All accessories also available in special colours upon request.
For Glazed Colours, Satin White, Gold and Diamond accessories, see prices on page 26.

- Weight Units Ex-works price
Description Ref. GE pallet €/unit
Round 3 way ridge klinker "

‘ (with Q01*K and Q02*K) Q4aK 4600 40 87.21

' Round 4 way ridge klinker "
(with Q01*K and Q02*K) A4S*K 4100 40 87.21
Round 3 way ridge klinker *

’ (1 male - 2 females] (with Q02*K) ass*K 4100 0 87.21

Round ridge end / Hip starter klinker %
' Round ridg Q04*K 3300 110 42.38

End cap round ridge klinker %
’ (with Q02*K) Q83*K 2500 90 46.68

I.P. = Individual Packaging 21



VIENNA
ROOf tz.le TECHNICAL CHARACTERISTICS
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Dimensions* A 460 mm/18.11"
180mm/3.15" B 255 mm/ 10.04"
€30 mm/1.18"
Pieces per m?/ sq. 11.5/105
Weight per piece 3.6kg/8lbs
Longitudinal fit** 396 mm (+5 mm; -75 mm) / 15.6" (+0.19"; -2.95")
Transversal fit** 214 mm (£1 mm) / 8.42" ( £0.04")
Units per pallet 216 /288
A Weight per pallet 778 kg / 1,715.2 Lbs (216 pieces)
1.037 kg / 2,287 lbs (288 pieces)
Laying Straight bond
*The Tile dimensions indicated in this chart, allow a tolerance of approximately +2%
**Theoretic value: this should be re-calculated on site with the tiles that are to be used

~= [N D] [ [8] 3] [T] C€
Ak
Ko e et chaaenitics
ACCESSORIES
i Weight Units Ex-works price
Description Ref. Grg pallet €/unit
SPECIAL ACCESSORIES FOR VIENNA ROOF TILE
Innova/Vienna left side course klinker Q115*K 2500 104 11.40
(2.7 units/lm)
Innova/Vienna right side course klinker Q116*K 2500 120 11.40
(2.7 units/lm)
l Innova/Vienna ventilation roof tile klinker Q117*K 3550 114 43.12
' Innova/Vienna chimney roof tile klinker Q118*K 3550 21 110.55
' Innova-Vienna Chimney klinker @ 13cm/5.12" Q121*K 2500 P 92.86
(with Q118*K) o )
RIDGES AND WEDGES
Round ridge end / Hip klinker Q02*K 3400 110 11.18
(2.5 units/lm) )
' Atica ridge 120° klinker Q90*K 3400 100 12.28
(2.5 units/lm) )
Angular ridge klinker Q120*K 3500 16 12.28
(2.5 units/lm)
Ridge 45° klinker Q145*K 3850 104 12.28
(2.5 units/lm)




CERAMIC COLOURS

La Escandella

ROOFING THE WORLD

RED KLINKER TVRK

3.47 €/u.

SLATE KLINKER TVPK

3.61 €/u.

RUSTIC RED KLINKER TVRRK

GALAXY KLINKER TVYK

BROWN KLINKER TVMK

3.78 €/u.

3.78 €/u. 411 €/u.
NOTE: More special colours available upon request: see page 3. All accessories also available in special colours upon request.
For Glazed Colours, Satin White, Gold and Diamond accessories, see prices on page 26.
_ Weight Units Ex-works price
Description Ref. GE pallet €/unitp
JOINS
' Round 3 way ridge klinker QULHK 4600 40 87.21
(Q02*K) .
m Round 4 way ridge klinker Q45K 4100 40 87.21
(Q02*K) .
Round 3 way ridge klinker "
‘ (1 male - 2 females] (with Q02*K] 5K 4100 o0 87.21
Atica 120° 3 way ridge klinker %
* Atica 120° Q111%K 5100 58 98.27
Angular 3 way ridge klinker "
‘ angular 3 v Q123*K 3920 46 98.27
45° 3 way ridge klinker "
‘ N Q146*K 5000 32 98.26
RIDGE ENDS
Round ridge end / Hip starter klinker QO4*K 3300 110 42.38
(with Q02*K) ’
Atica 120° hip / end ridge klinker "
- (with Q90*K | Q109*K 2900 95 49.13
Angular hip / end ridge klinker "
' (with Q120*K) Q122*K 3400 84 49.13
END-CAPS
End cap round ridge klinker *
’ (with Q02*K) Q83*K 2500 90 46.68
Angular end cap klinker *
’ (with Q120%K ) Q124*K 2180 72 51.59
End cap 45° ridge klinker "
' (with Q145K] Q147*K 2700 32 51.59

I.P. = Individual Packaging
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VISUM3
ROOf tz.le TECHNICAL CHARACTERISTICS

B Dimensions* A280mm/ 11"
B 471 mm/18.54"
C35mm/1.38"
Pieces per m?/sq. 11.5/106.7
Weight per piece 3.5kg /7.7 lbs
Longitudinal fit** 187 mm (+4 mm; -10 mm) / 7.36" (+0.16" ; -0.39")
Transversal fit** 435 mm (1 mm)/17.12" (£ 0.04")
Units per pallet 216/ 288
Weight per pallet 756 kg / 1,666.7 lbs (216 pieces)
1,008 kg / 2,222.3 |bs (288 pieces)
Laying Cross bond

* The tile dimensions indicated in this chart, allow a tolerance of approximately +2%

** Theoretic value: this should be re-calculated on site with the tiles that are to be used

[meno== tecnala [®) | 18] [§]
n [3600 | ecnaia N _2 * 6 N
& SOLUTIONS - m
) VERTICALROOF AEZ",L':,ZZH” Tf;'.ZL'LZZ‘ '”“’"’”"“y aomihiest chratiocs
ACCESSORIES
- Weight Units Ex-works price
Description Ref. Gg pallet €/unitp
SPECIAL ACCESSORIES FOR VISUM3 ROOF TILE
‘ Visum3 ventilation roof tile klinker Q96*K 4200 100 44.71
’ Visum3 chimney roof tile / Pipe tile klinker Q97*K 4000 21 111.78
’ Visum_3 right side course klinker Q99*K 1800 75 12.28
(5.3 units/lm)
‘ Visum3 right half roof tile klinker Q100*K 1900 66 12.28
\ Visum_3 left side course klinkerr Q101*K 1350 110 12.28
(5.3 units/lm)
. Visum3 left half roof tile klinker Q102*K 2000 66 12.28
' Visum3 eave right side course klinker Q107*K 1800 I.P. 17.20
RIDGES AND WEDGES
Round ridge end / Hip klinker Q02*K 3400 110 11.18
(2.5 units/lm)
Angular ridge klinker Q120*K 3500 116 12.28
(2.5 units/lm)
Ridge 45° klinker Q145*K 3850 104 12.28
(2.5 units/lm)
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La Escandella

ROOFING THE WORLD

CERAMIC COLOURS

RUSTIC RED KLINKER TWRRK OLD ENGLAND KLINKER TWVIK RUSSET KLINKER TWRUK

4.33 €/u. 4.72 €/u. 4.72 €/u.

VERMONT GREY KLINKER TWGVK IDELLA GREY KLINKER TWGIK SLATE KLINKER TWPK

472 €/u. ' 433 €/u. 433 €/u.

NOTE: More special colours available upon request: see page 3. All accessories also available in special colours upon request.
For Glazed Colours, Satin White, Gold and Diamond accessories, see prices on page 26.

Weight Units Ex-works price

Description Ref. Gr. pallet €/unit

Round 3 way ridge klinker

(with Q0T*K and Q02*K) Q4s*K 4600 40 87.21

Round 4 way ridge klinker
(with Q01*K and Q02*K]

’ Round 3 way ridge klinker Q55*K 4100 50 87.21

Q45*K 4100 40 87.21

(1 male - 2 females) (with Q02*K)

Angular 3 way ridge klinker
(with Q120*K])

45° 3 way ridge klinker
(with Q145%K]

Q123*K 3920 46 98.27

Q146*K 5000 32 98.26

' unnd ridge end / Hip starter klinker QO4*K 3300 110 42.38
(with Q02*K]

' ﬁl?aué?goﬁiﬁl end ridge klinker Q122*K 3400 84 49.13
’ mi?&:ﬁ]und ridge klinker 083*K 2500 90 46.68
’ &?iué?goi&(‘] cap klinker Q124*K 2180 72 51.59
. m&?1z;*5£ ridge klinker Q147*K 2700 32 51.59

I.P. = Individual Packaging 25



GLAZED H-SELECTION
Roof tile

26

GLAZED COLOUR RANGE

LIGHT BLUE T*EZ DARK BLUE T*EA LIGHT GREEN T*EV ~ DARK GREEN T*EO

6.14 €/u. 6.14 €/u. 6.14 €/u. 6.14 €/u.

CARMINE T*EG RUSTIC COG. T*"ECR ~ COGNAC T*EC BLACK T*EN

6.14 €/u. 6.14 €/u. 6.14 €/u.

6.14 €/u.

SPECIAL COLOURS UPON REQUEST

SATIN WHITE T*EB GOLD T*EGO DIAMOND T*DDK

6.14 €/u. 6.14 €/u. 6.14 €/u.



La Escandella

ROOFING THE WORLD

Satin White Klinker Planum Roof Tile

GLAZED AND UPON REQUEST H-SELECTION ACCESSORIES

Description Ref. W%i?_ht ;l)JanlilEaSt Ex-wg/rllj(:itprice
SPECIAL ACCESSORIES FOR INNOVA - VIENNA ROOF TILE

Innova/Vienna left side course klinker QI15E*K 2600 104 20.32

(2.7 units/lm) ’

Innova/Vienna right side course klinker Q116E*K 2600 120 20.32

(2.7 units/lm)
l Innova/Vienna ventilation roof tile klinker Q1MM7E*K 3700 114 76.86
' Innova/Vienna chimney roof tile klinker Q118E*K 3700 21 197.08
, Innova half roof tile klinker Q119E*K 2100 200 19.93
' Innova-Vienna Chimney klinker @ 13cm /5.12" Q121E*K 2600 Pl 165.55

(with Q118E*K)

I.P. = Individual Packaging
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GLAZED AND UPON REQUEST H-SELECTION ACCESSORIES

s\4Prao

 YAAVAT T

- Weight Units Ex-works price
Description Ref. GE pallet €/unit
SPECIAL ACCESSORIES FOR PLANUM ROOF TILE
Planum chimney klinker "
(with Q87E*K) Q77E*K 3200 [.P. 209.25
Planum half roof tile klinker Q85E*K 2300 185 19.93
Planum ventilation roof tile klinker Q86E*K 3650 110 76.86
Planum chimney roof tile klinker @ 16 cm/6.30" Q87E*K 3650 21 199.27
Planum right side course / Rake klinker Q88E*K 2600 104 20.32
(2.7 units/lm)
Planum leftt side course / Rake klinker Q89E*K 2900 90 20.32
(2.7 units/lm)
SPECIAL ACCESSORIES FOR SELECTUM ROOF TILE
Selectum wedge klinker QO8E*K 850 300 8.53
Selectum half roof tile klinker Q130E*K 1580 230 19.93
Selectum ventilation roof tile klinker Q131E*K 3650 77 76.86
Selectum chimney support klinker Q132E*K 4350 32 197.08
Select_um left side course klinker Q133E*K 2300 130 20.32
(2.7 units/lm)
Select_um right side course klinker Q134E*K 2400 130 20.32
(2.7 units/lm)
Chimney cover Selectum klinker @ 13cm /5.12" "
(with Q132E*K) Q135E*K 1150 [.P. 75.55
Selectum Bird stopper klinkerer Q136E*K 600 700 17.52
Double Selectum roof tile klinker Q138E*K 4445 80 20.75
SPECIAL ACCESSORIES FOR VISUM3 ROOF TILE
Visum3 ventilation roof tile klinker Q96E*K 4350 100 79.7
Visum3 chimney roof tile / Pipe tile klinker Q97E*K 4150 21 199.27
Visum3 right side course klinker Q99E*K 1900 75 21.90
(5.3 units/lm)
Visum3 right half roof tile klinker Q100E*K 2000 66 21.90
Visum_3 left side course klinkerr Q101E*K 1400 110 21.90
(5.3 units/lm)
Visum3 left half roof tile klinker Q102E*K 2100 ) 21.90
Visum3 eave right side course klinker Q107E*K 1900 I.P. 30.66

Y22 3%}




La Escandella

ROOFING THE WORLD

- Weight Units Ex-works price
Description Ref. GE pallet €/unitp
RIDGES AND WEDGES
Round ridge end / Hlp klinker QOZE*K 3550 110 19.59
(2.5 units/lm) ’
' Atica ridge 120° klinker Q90E*K 3600 100 21.90
(2.5 units/lm) ’
Angular ridge klinker Q120E*K 3650 116 21.90
(2.5 units/lm)
Ridge 45° klinker Q145E*K 4000 104 21.90
[2.5 units/lm)
JOINS
Round 3 way ridge klinker
' (with QO2E*K) Q44E*K 4750 40 152.79
' Round 4 way ridge klinker «
Round 3 way ridge klinker "
’ (1 male - 2 females) (with Q02E*K) GSSE*K 4250 o0 152.79
Atica 120° 3 way ridge klinker *
‘ (with Q90E*K] Q111E*K 5300 58 175.18
Angular 3 way ridge klinker "
‘ Angutar S we Q123E*K 4120 46 175.18
45° 3 way ridge klinker ”
‘ ey e QI46E*K 5200 32 175.18
RIDGE ENDS
Round ridge end / Hip starter klinker
' (with Q02E*K] QO4E*K 3450 110 77.36
Atica 120° hip / end ridge klinker
- e Q109E*K 3000 95 87.59
Angular hip / end ridge klinker
' (with Q120E°K) Q122E*K 3550 84 87.59
END-CAPS
End cap round ridge klinker
’ (with Q02E*K) Q83E*K 2600 90 81.50
Angular end cap klinker
' (with Q120E*K | Q124E*K 2250 72 91.97
End cap 45° ridge klinker
. (with Q145E*K) Q147E*K 2800 32 91.97

I.P. = Individual Packaging 29
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La Escandella

ROOFING THE WORLD

La Escandella
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GUARANTEE

MEDITERRANEAN
roof tiles

Traditionally the most frequently used roof tile in Europe and in
Spanish Colonial Buildings in the New World. Today, this tile is
applied in the construction of new homes, due to the beauty and
wide variety of colours available.

B
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ACCESSOIRES

Q47*- Q48* Q49* Q24*- Q25* Q46*  Q66*

NS N~

600 Chimney  Chimney Chimney  Chimney Chimney
SOLUTIONS support support support support  support
Mixed Large Mixed Flat Curved 50
La Escandella roof tile Mixed roof tile roof tile  roof tile
: roof tile :
' * * * * *
More InFo  BIFECEE] CHIMNEYS Q50* Q53 Q26* Q54
ON THE E‘:‘l - * For chimney supports to be most ‘ ‘ ' .
ffective, b L
WEBSTE [ e S i
Chimney/ Chimney/ Chimney/ Chimney/
pipe cover pipe cover pipe cover pipe cover
N
Q19*- Q20* Q21* Q22* Q23* VENTILATION
& & e "
Mixed “S” Flat Ventilation Ventilation

ventilation ventilation tile Curved tile Curved
roof tile roof tile 40 Mission 50 Mission

Q52* Qo0s* Q70* Q71* Q35* Q37* as56* UNDER RIDGE

v o & She

N
Wedge  Wedge Large Large 2/3Under  2/3Doble 2/3 Large
Curved 40 under double ridge tile large  mixed “S”
Mission ridge tile under under roof tile
ridge tile ridge tile

Q58* Q68* Qo5* Qo6* Q83* Qs4* END-CAP

e ¢ & & 2

Only Tapén Endcap/  Round Endcap  Bardelis
Endcap Curvab0  Straight endcap/ round end cap/
Curved 50 gable end Gable end ridge Gable end

Q67* Qso* a81* EAVES

& F -

Eave Curved Ridge/ Cover Channel/

Roof Tile eave with Pan eave
40x15 same slope  with same
slope
e e
e

o

Q16*-Q17* Q18* Q33*-Q34* HALF TILE >

o & &

Half Mixed Half flat Double
“S"roof tile  rooftile  Mixed "S"

roof tile o
B O ey

32



JOINS

La Escandella

ROOFING THE WORLD

Qo7* Q42* Q60* Q30* Q44* Q45* a55*  Q111*

H S O W > MW

3way ridge 3wayridge 3 Wayridge 4wayridge Round3  Round4  Round3 Atica 120°

(same female with slope . way ridge way ridge way ridge ridge
slope) with slope : . . female .
RIDGES Q01* Q02* Q65* Q82* Q110*
N ’ t' " ,’ '
Ridge / Round Twoway  Twoway Atica 120°
Hip ridge/Hip  female  male ridge 3 way
: : ridge ridge
RIDGE ENDS Q03* Q04* Q69* Q109*
N T X 4
Ridgeend/ Round Ridge end  Atica 120°
Hip starter ridgeend/ Curved50  hip/end
Hip starter  Mission ridge
SIDE COURSES Qo9* Q10* Q12* Q62* Q14*

/]

e

e -
e 2 gt

7 Q39C-Q40C Q4IC - =

Y NeNYeON

Universal  Straight Round left Bardelis  Left side
side course left side side course leftside course for
/ Rake course / Rake course flat roof tile
/ Rake : / Rake

Q11* Q13* Q63* Q15*

7 P >

right side rightside rightside rightside

DECORATIONS Q57*  Q28*  Q29*

¢ i 4

Acorn Small Large
piruli piruli

To avoid breaking of the roof tiles and accessories
It's necessary pierce the pre-hole with a screw
stroke (¢ max. 4mm /0.16"), before stick or drill the

b -
e A

Mixed “S”
glass tile /

roof tile / >~ ="~ BTN N
h — = p @ = AR
. skylight :‘5,-{/; 25 8 NN 5 \
: o -

piece directly.

A ™
Glass flat 4;:;,/'":: ’:y:\/

BTN T
P e

RN
~ Bird stopper ~

¢ i

Iy b
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MEDITERRANEAN
Roof Tiles Colours

34

GLAZED ROOF TILES

ROOF TILES

CURVED MIXED FLAT

T5 T45 T4 T40 TT5 LARGE  SMALL

Borgogne - T*BO °

Castell - T*CS °

Galia - T*V °

Jaspee Red - T*J °

Mediterranea - T*ME

Paja - T*P

Slate - T*PN

Black - ET*N ° °

Carmine - ET*G ° °

Cognac - ET*C ° °

Olive Green - ET*V ° °

Transp. Red - ET*T ° °



La Escandella

ROOFING THE WORLD

RIDGES

Qo1* Qo2*

Borgona - Q02BO °

Castell - Q02CS (]

Galia - QO2V o

Jaspee Red - Q*J

Mediterranea - Q02ME o

Paja -Q01P °

NOTE: the availability of ridge colours will also

affect their respective accessories.
Slate - Q*PN [ °

Q01* - Q03* - Q05* - Q06* - Q07* - Q42* - Q60*
Q02* - Q04* - Q44> - Q45* - Q55* - Q64* - Q83*

Aitana Mixed “S” Large Roof Tile
35



CURVED 50
Roof tile

TECHNICAL CHARACTERISTICS

Dimensions*’ A 500 mm/19.68"
B 220 mm /8.66"
C 163 mm/6.42"
Pieces/m? Depending on overlapping:

70mm/2.75" 100 mm/3.93" 150 mm/5.9"
18 pes./m? 18,9 pcs./m? 20 pes./m?

Pieces/lm. 2.4
Weight piece 2.55kg/5.62 lbs

Units /pallet*? 275
Weight/pallet*? 701 kg / 1,545 lbs

*'The tile dimensions indicated in this chart allow a tolerance of approximately 2%

*2 Except for colour Paja - units/pallet 300 - weight/pallet 765 Kg / 1,687 lbs

EXz ot ol for 6 whtecl
ot vaud tor white clay

Accordmgm Tes(elfros( Impermeability  Flexural Geometric
eeeeeeeee strength test  characteristics

s(andard

NOTE: during the manufacturing process, handling or transport, small friction can occur on the gloved decorated roof tiles, due to the contact of support

of some tiles on others. Such friction doesn’t affect the structure of the tile or its quality. It's only perceptible on the hand and, therefore, comply with the
guarantee of Cerdmica La Escandella.

CERAMIC COLOURS T5-TT5

REDT5R/5R . JASPEEREDT5J/TF5J HISPANIATSH /TTSH  AITANA T5I

T5 1.48 €/u. T51.70 €/u. T51.83 élu o T5 2.05 €/u.
TT5 1.60 €/u. TT51.77 €/u. TT51.87 €/u.
LUCENTUM T5L _ GALIA T5V MILENIUM T5MI PAJA T5P

T5 2.05 €/u. T5 1.83 €/u. T5 2.05 €/u. T5 1.81 €/u.
(White clay)

CASTELL T5CS BROWN T5M

152.18 €/u.

T5 1.83 €/u.

36



La Escandella

CURVED 50 TETON
Roof tile

TECHNICAL CHARACTERISTICS

Dimensions* A 495 mm /19.49"
B 220 mm/8.66"
C 156 mm/ 6.14"

Pieces/m? 9
Pieces/lm. 2.4
Pieces/sq. 83
Weight piece 2.80kg/6.17 lbs
Units /pallet 175
Weight/pallet 490 kg / 1,080 lbs

*The tile dimensions indicated in this chart allow a tolerance of approximately 2%

5| €N

La Escandella

T5-TT5 ACCESSORIES

- Weight Units Ex-works price
Description Ref. GE pallet €/unit
Round left side course / Rake Q12+ 2600 120 10.07
(3 units/lm) .
' Round right side course / Rake Q13* 2600 120 10.07
(3 units/lm) .
;, Ventilation Curved 50 Q23* 2900 120 42.13
Chimney @ 11.5cm/4.53" N
‘ (with Q66%] Q54 2400 I.P. 80.58
' Only End cap Curved 50 Q58* 850 I.P. 24.98
/’ Chimney support Curved 50 Qé66* 2900 72 80.58
( End cap Curved 50 Q68* 3700 40 43.48
& EndCurved50 Q69* 2800 170 41.76
Round ridge / Hip Qo2* 3400 140+ 10.12
(2.5 units/lm)
“Except for Slate and Brown colour = 110 u./pallet
Round ridge end / Hip starter %
' ot Q09 Q04 3300 110 37.77
End cap round ridge
’ (with Q02%] Q83* 2500 90 43.48

I.P. = Individual Packaging 37



CURVED 45, 40, 30 25 & 20
Roof tile

TECHNICAL CHARACTERISTICS

38

Dimensions* Pieces per Weight Units Weight
m?/lm/sq. piece per pallet per pallet
) 450 b) 200 ) 160 1.95k 1,073 ki
I T45 :] 17.7?"m b) 7.87r'1'wm fC:] 6.3Drpm 227 /27 4.30 lgs 550 2,366 lgs
) 408 b) 180 ) 140 1.60 k 2 1,152 ki
T4 Di60en 70 qssi 28/3/301 gl 720 250 b5
) 400 b) 150 ) 116 1.35k 1,134 ki
T40 :] 15.7?"m b) 5.91rpm g] 4.57|Tm1 34/4 3.00 lgs 840 2,500 lgs
) 300 b) 150 ) 125 1.05 k 1,208 ki
T3 :] 11.8T"m b) 5.91rpm E] 1..92rpm 5074 2.31 lgs aprox. 1150 57443 lt?s
) 250 b) 110 ) 90 0.55 ki 1,265 ki
T1 Dosh pl43 clase 7017 1211bs  2Prox 2300 570012
) 200 b) 100 )75 0.35 ki 1,288 ki
T2 :1 7.87er b) 3.94rpm El 2.9?"m 100/8 0.77 lgs aprox 3680 9’39 lgs
* The tile dimensions indicated in this chart allow a tolerance of approximately 2%
*2 Except for colour Paja and Flamed Paja - units/pallet 624 - weight/pallet 998 Kg / 2,200 lbs
La Escandella C €
¢ AEHOR
CUARANTEE (Valid for
T45 T4 and T40)
RED T45R 1.37 €/u.
T4 T3
RED T4R 1.09 €/u. RED 30 T3R 1.13 €/u.
CASTELL T4CS 1.31 €/u.
AITANA T4l 1.46 €/u. 1
LUCENTUM T4L 1.46 €/u. RED 2 TR eV
PAJA* T4P 1.31 €/u. AR 255* o e €/”'
FLAMED PAJA* T4E 1.37 €/u. FLAMED PAJA 25* T 1.19€/u.
BROWN T4M 1.56 €/u. TR
T40 T2
RED 40X15 T40R 1.05 €/u. RED 20 T2R 1.11 €/u.
HISPANIA 40X15 T40H 1.23 €/u. PAJA 20* T2P 1.13 €/u.
BROWN 40X15 T40M 1.50 €/u. FLAMED PAJA 20* T2E 1.19 €/u.
*White clay
ACCESSORIES
Description Ref. W((e;ight ;l)JaTltest Ex-wg/rlt(:itprice
SPECIAL ACCESSORIES FOR CURVED ROOF TILE
)’ Ventilation Curved 40 Q22* 2400 110 4213
, Wedge Curved Roof Tile 40x15 Q52+ 580 500 4.04
(12 units/lm - two way roof) )
, Eave Curved Roof Tile 40x15 Q67* 1300 410 1.15




GLAZED CURVED
Roof tile

TECHNICAL CHARACTERISTICS

La Escandella

ROOFING THE WORLD

Dimensions*

Pieces per

Weight

Units

Weight

¢ m2/lm/sq. piece per pallet per pallet
al500mm  b)220mm  c] 163 mm 2.65 kg 596 kg
ET5 a) 19.68" b) 8.66" c) 6.42" 18/24 5.84 lbs 225 1,314 lbs
aJ408mm b} 180mm ] 140 mm 1.65 kg 454 kg
ET4  2coe w7100 dssi 28/3 3.64 lbs 275 1,001 bbs
al300mm  b)150mm ¢} 125 mm 1.10 kg 1,265 kg
ET3 181" b5y ) 4.92" 50/4 2.641bs 2P 1150 5580 1
al250mm  bJ110mm  ¢J90 mm 0.60 kg 1,380 kg
C € ET1 a) 9.84” b) 4.33" c) 3.54” 70/7 1211bs 2P 2300 3705 1ps
a)200mm  b)100mm ¢ 75 mm 0.40 kg 1,472 kg
C% AENCR ET2 al 7.87 b) 3.94” c) 2.95” 088lbs 2Prox3680  3%nps
UARANTEE (Valid for
ET\5/ aln(jjfETA] *The tile dimensions indicated in this chart allow a tolerance of approximately 2%
1 SIDE GLAZED CURVED ROOF TILE 2 SIDES GLAZED CURVED ROOF TILE
CURVED 30 ET3*1 5.32 €/u. CURVED 20 ET2*2 6.86 €/u.
CURVED 40 ET4*1 5.30 €/u. CURVED 25 ET1*2 6.86 €/u.
CURVED 50 ET5*1 6.14 €/u. CURVED 30 ET3*2 6.67 €/u.
NOTE: A 20% surcharge applies on the glazed white roof tiles and accessories. CURVED 40 ET4*2 6.67 €/u.
CURVED 50 ET5*2 7.02 €/u.
ACCESSORIES
P Weight Units Ex-works price
Description Ref. Grg pallet €/unit
SPECIAL ACCESSORIES FOR CURVED ROOF TILE
;, Ventilation Curved 40 EQ22* 2500 110 88.44
I Ventilation Curved 50 EQ23* 3000 120 88.44
( Wedge Curved Roof Tile 40x15 EQ52* 600 500 5.60
(12 units/lm - two way roof] ’
‘ mtiI:nEnggé{]Pipe cover P 11.5cm/453" EQ54* 2500 P 154.28
' Only End cap Curved 50 EQ58* 900 [.P. 49.97
,’ Chimney support Curved 50 EQ66* 3000 72 154.28
/ Eave Curved Roof Tile 40x15 EQ67* 1350 410 3.93
' End cap Curved 50 EQ68* 3850 40 85.98
, End Curved 50 EQ69* 2900 170 85.98
RIDGES
,' E%"Sﬂéiﬂ?f / Hip EQO2* 3550 140 19.78
RIDGE ENDS
' m;“gaggge end / Hip starter EQO4* 3450 110 78.12
END-CAPS
’ End cap round ridge EQ83* 2600 90 82.30

(with EQ02*)

I.P. = Individual Packaging



LARGE and SMALL MIXED

Roof tile
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La Escandella La Escandalla

TECHNICAL CHARACTERISTICS

LARGE Dimensions*'
Pieces/m?- p/sq

Weight per piece

Longitudinal fit*?

Transversal fit*?

Units per pallet

Weight per pallet

A 470 mm B 286 mm C75mm/A 185" B 11.26" C2.95"
10.5-97

3.85 kg / 8.49 lbs

396 mm (+7 mm; -4 mm) / 15.6" (+0.27";-0.16")

230 mm (£3 mm]) / 9.05" (+0.117)

180/ 240

693 kg / 1,527.8 Lbs (180 pieces)

924 kg / 2,037.1 lbs (240 pieces)

SMALL Dimensions*'
Pieces/m?- p/sq

Weight per piece*®

Longitudinal fit*?

Transversal fit*?

Units per pallet

Weight per pallet

A 4417 mm B263mm C73mm/A17.36" B 10.35" C2.87"
125-116

3.4 kg/7.49 lbs

370 mm (+5 mm]) / 14.56” (+0.19")

203 mm (+4 mm) /8" (£0.16")

210/ 280

714 kg / 1,574.1 lbs (210 pieces)

952 kg / 2,098.8 lbs (280 pieces)

CGE

*1 The Tile dimensions indicated in this chart, allow a tolerance of approximately +2%.

*2 Theoretic value: this should be re-calculated on site with the tiles that are to be used.

** The weight of the Mixed “S” Small Paja and Mixed “S” Small Flamed Paja roof tiles is 3.25 kg /7.17" .

NOTE: during the manufacturing process, handling or transport, small friction can occur on the gloved decorated
roof tiles, due to the contact of support of some tiles on others. Such friction doesn’t affect the structure of the tile
orits quality. It's only perceptible on the hand and, therefore, comply with the guarantee of Ceramica La Escandella.

Ol 8] s

EN 1304 EN 539-1
According to Tesl of frost  Impermeability FlexurzL
European resistance strength test

standard

............

= ICC DADE COUNTY

i kE‘S : [appROVED] :
FP
Geometric * Only for Mixed "S" Large roof tile

characteristics



La Escandella

ROOFING THE WORLD

TG - TP CERAMIC COLOURS

RED TGR/ TPR JASPEEREDTGJ/TPJ)  MEDITERRANEA TGME  TOSSAL TGO
. . |
TG 2.63 €/u. TG 2.73 €/u. TG 2.73 €/u. TG 2.89 €u
TP 2.30 €/u. TP 2.40 €/u.

BOURGOGNE TGBO  PAJATGP / TPP* FLAMED P. TGE / TPE* MILENIUM TGM|

i

16 2.89 €/u. 16 2.89 €/u. 16 2.89 €/u. 16 2.94 €/u.

TP 2.55 €/u. TP 2.55 €/u.

GALIATGV/ TPV HISPANIATGH /TPH  CASTELL TGCS* AITANA TGI*

76 2.89 €/u. 76 2.89 €/u. 76 2.89 €/u. T6 2.94 €/u.
TP 2.55 €/u. TP 2.5 €/u.
LUCENTUM TGL* ~ BROWNTGM/TPM  SLATETGPN

TG 3.22 €/u. TG 3.45 €/u.
TP 2.83 €/u.

NOTE: All the Mixed roof tile colours are made with red clay, except Brown and Slate (brown clay) and TPP - TPE (white clay).

*1/3 pallet tiles with painted eaves available for these colors
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TG - TP ACCESSORIES

Description Ref. W%ight [l)Jarlilt(est Ex_wég;lt(r?itp rice
/ Half large mixed “S” roof tile Q16+ 2400 140 8.64
(2.5 units/Lm) '
’ Large Mixed “S” ventilation Q19* 4000 75 25.98
Chimney support Large Mixed “S” tile "
’ Chimney supp 024 4850 45 80.58
Double large mixed “S” roof tile Q33* 6000 50 19.29
(2,5 units/lm) .
', 2/3 Under ridge tile Q35* 3000 75 8.81
" 2/3 Double large under ridge tile Q37* 3850 50 19.29
_ \ Large mixed “S” glass tile / skylight
> (10.5 units/m?) Q39C 3800 120 62.65
Chimney support Large Mixed "
0 Chimney supl 47 6500 20 125.67
" Chimney support Large Mixed QU9* 4650 35 110.55
@13cm/5.12" ’
“ 2/3 Large mixed “S” roof tile Q56* 2800 84 9.83
' Large under ridge tile Q70* 4200 80 10.07
’ Large double under ridge tile Q71* 6100 34 22.85
Bird stopper «
Large Mixed 160mm / 6.3” chimney kit 16300 272.69
lincludes: Q19*, Q47*, Q50*, Q16* and grid)

7
=

Castell Mixed Roof Tile
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La Escandella

ROOFING THE WORLD

- Weight Units Ex-works price
Description Ref. GE pallet €/unit
Half small mixed “S” roof tile Q17+ 2200 160 8.64
(2.7 units/lm) :
Small Mixed “S” ventilation Q20* 3600 80 25.98
Chimney support Small Mixed “S” tile "
0115 cm / 4 53" Q25 3900 40 80.58
Double small mixed “S” roof tile Q34+ 5100 48 19.29
(2.7 units/tm) ’
i Small mixed “S” glass tile / skylight
< (12.5 units/m?) Q40C 3600 120 62.65
Chimney support Small Mixed Qu8* 4200 20 125.67
@16cm /63" '
Small Mixed 160mm / 6.3” chimney kit 14700 272.69
lincludes: Q20*, Q48* Q50*,Q17* and grid)

Ridge / Cover eave with same slope Q80* 2300 160 9.21
(4 units/lm) .
’ Channel / Pan eave with same slope Q81+ 1900 150 9.21

(4 units/lm)
Chimney / Pipe cover @ 11,5cm /453" «

. (with Q24* and Q25*) azé 2760 P 80.58
Chimney / Pipe cover @ 13-16cm /512" - 6.30" "

n e AR AN Q50 3400 P, 110.55
Chimney / Pipe cover ¢ 13cm/5.12" Q53* 2750 | p 93.35
(with Q49%] o )

133}

Ridge / Hip Qo1* 2600 200 10.07
(3 units/lm)

Round ridge / Hip Qo2* 3400 140%1 10.12
[2.5 units/lm)

Two way female ridge Q65* 3200 80 42.01
Two way male ridge Q82* 2300 95 49.13

“'Except for Slate and Brown colour = 110 u./pallet

I.P. = Individual Packaging
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TG - TP ACCESSORIES

44

- Weight Units Ex-works price
Description Ref. G?_ pallet €/unitp
* 3 way ridge (same slope) Q07+ 4000 40 81.56
(with Q01%) )
4 way ridge (same slope) Q30* 4650 40 80.58
(with Q01%) ’
‘. 3 way ridge female with slope Qu2* 3700 40 80.58
(with Q01%] )
Round 3 way ridge «
/' e Q44 4600 40 80.58
Round 4 way ridge «
PN\ Found Q45 4100 40 80.58
Round 3 way ridge
‘. (with Q02*) (1 male - 2 females) 55* 4100 20 80.58
3 way ridge with slope Q60* 3700 40 80.58
[with Q01%)
Wedge *
' (4.5 units/lm - two way roof) o8 800 300 3.97
‘ Small piruli Q28* 3500 I.P. 122.84
‘ Large piruli Q29* 5200 I.P. 132.66
Corner Q51+ 12500 10 184.25
(3 pieces)
’ Acorn Q57+ 2300 P 122.84
' Ridge end / Hip starter Q03* 2800 80 37.77
(with Q01*] )
' Round ridge end / Hip starter Q04* 3300 110 37.77
(with Q02%) ’
Universal side course / Rake "
’ (TG: 2.5 units/tm - TP: 2.7 units/tm) ao? 3600 1 783
Straight left side course / Rake "
‘ [TG: 2.5 units/lm - TP: 2.7 units/lm) Q1o 3100 105 10.07
Straight right side course / Rake "
’ (TG: 2.5 units/lm - TP: 2.7 units/lm) art 3100 10 10.07
Round left side course / Rake
’ (TG: 2.5 units/lm - TP: 2.7 units/lm) rzr 2600 120 10.07
Round right side course / Rake "
' (TG: 2.5 units/tm - TP: 2.7 units/tm) ats 2600 120 10.07
Bardelis left side course / Rake «
- (TG: 2.5 units/lm - TP: 2.7 units/tm) as2 2700 10 9.95
’ Bardelis right side course / Rake Q63* 2600 150 9.95

(TG: 2.5 units/lm - TP: 2.7 units/lm)




La Escandella

ROOFING THE WORLD

- Weight Units Ex-works price
Description Ref. Gr. pallet €/unit
END-CAPS
' End cap/ Straight gable end Q05* 2100 100 40.31
(with Q01%)
’ Round end cap / Gable end Q06* 1700 100 40.31
(with Q01%)
‘ Bardelis end cap / Gable end Q64* 2300 90 42.01
(with Q02*)
End cap round ridge %
° (with Q02%) Q83 2500 90 43.48
e
TIf T e, =
i —_—
T
| : |
‘ | C 22 | B
£ L 5| , ¢ 4 ;
1 o -
J
_{.‘_f*
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.. jq

Galia Mixed Roof Tile

I.P. = Individual Packaging
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FLAT
ROOf tile TECHNICAL CHARACTERISTICS

N
[9)]

B
Dimensions* A 466 mm /18.35”
B 260 mm / 10.24"
C55mm/2.16"
Pieces/m?- p/sq 11-101
Weight piece 3.6kg/ 7.9 lbs
Longitudinal fit** 403 mm (5 mm) / 15.86" (£0.197)
Transversal fit** 225 mm (£1 mm)/ 8.85" (+0.04")
A Units /pallet 240
Weight/pallet 864 kg /1,905 lbs
Laying Straight / broken bond
*The tile dimensions indicated in this chart allow a tolerance of approximately 2%
**Theoretic value: this should be re-calculated on site with the tiles that are to be used
=I=
I @

| % ¢ N Dl # (4] 8]

La Escandella Accordingto  Test of frost  Impermeability Flexural Geometric

European resistance strength test  characteristics
standard

ACCESORIOS
Descripcion Ref. Pgio Unli)daaiges Precé%a(’njl':rica
‘ Left side course for flat roof tile Q14* 2500 105 1007
(3 units/lm)
' Right side course for flat roof tile Q15+ 2500 105 10.07
(3 units/lm) .
/ Half flat roof tile Q18* 2300 145 8.64
' Flat ventilation roof tile Q21* 3750 78 25.98
— Glass flat roof tile
= (11 onitslm] a41C 3600 120 62.65
’ Chimney support flat roof tile @ 11.5¢cm /4.53" Ql6* 4300 35 80.58
(with Q26%) )
Atica 120° hip / end ridge "
o e Q109 2900 95 37.77
’ Atica 1200 ridge Q110+ 3500 110 12.28
Atica 120° 3 way ridge *
* twith Q11071 QI 5100 58 80.58

Chimney / Pipe cover @ 11,5cm/4.53"
(with Q46%)

Q26* 2760 I.P. 80.58

Ridge / Hip Qo1* 2600 200 10.07
(3 units/lm)
Round ridge / Hip Qo2* 3400 140 10.12
(2.5 units/lm)
" Two way female ridge Q65* 3200 80 42.01
’ Two way male ridge ag2* 2300 95 49.13




La Escandella

ROOFING THE WORLD

CERAMIC COLOURS

RED TLR JASPEE RED TLJ

2.63 €/u. 2.73 €/u.

Peso Unidades Precio fabrica

Descripcidn Ref. Gr. palé €/Ud.

4 way ridge [same slope)

4 o Q30* 4650 40 80.58
' ‘I?W\rll:)ég:e?e female with slope Q42* 3700 40 80.58
/' Evﬁingog*\?lav ridge Q44* 4600 40 80.58
,'\ mtt:]ngolzﬁ*\;vay ridge Q45* 4100 40 80.58

Ridge end / Hip starter Q03* 2800 80 37.77
(with Q01%) ’
Round ridge end / Hip starter "

P Roumn Qo4 3300 110 37.77

Universal side course / Rake Q09* 3600 145 9.83
(2.5 units/lm)

' End cap / Straight gable end Q05* 2100 100 40.31
(with Q01%) )

I.P. = Individual Packaging 47






La Escandella

ROOFING THE WORLD

ROOF ACCESSORIES
for ventilated roofs

La Escandella offers a wide range of non-ceramic accessories,
providing solutions for any type of roof.

49



WATERPROOFING SYSTEMS

Thermal insulation plays an important role in the hydrothermal behavior
of the cover. Through these breathable membrane, water vapour is
diffused to the outside while preventing the penetration of water inside, in
the event of any failure in the protection coverage.

LAYING SYSTEMS

In ventilated roofs, the tiles are
installed on a network of wood or
metalic battens. The fixation of
the tiles and the accessoires, is
carried out using hooks or clips.

EAVES SYSTEMS

Eaves line must allow air to enter and, in turn, be protected

against the entry of birds, insects, rodents or similar. To do i
this, it is necessary to place gratings and combs that, allow UL
the passage of air, allowing microventilation.




RIDGES SYSTEMS

Dry fixing the ridge line allows microventilation at high level to work in tandem with eaves
level ventilation to create a natural passage of air to remove condensation build up behind
the tiles. Metal fixing clips create a firm hold on the ridge tiles for extreme weather.

VALLEYS SYSTEMS

Is the area of the roof that receives more water, being a
critical point in terms of watertightness. Improper execu-
tion of the valleys can lead to the appearance of cracks,
areas at risk of frost.

Nk DOWNLOAD
| ¥ CATALOGUE
MORE INFO

ON THE

WEBSITE

FLASHINGS AND COLLARS SYSTEMS

In the case of chimneys, ventilation ducts or skylights, vertical
encounters must be impervious and prevent water filtration. For
this, Flex-Alu connection systems and metalic counterflashing
are used which, thanks to their adaptability to the curvature of the
tiles, ensure the tightness of the unique encounters.




RIDGES AND ROOF VALLEYS

Description Ref. Colour Silrl]ii?g ':)ac‘;l_‘/at?&* Ex&ﬁggks
ALU-ROLL ALUMINIUM
. . CAMO1R Red
Alu-Roll Wlth Micro Cut CAMOIN Black 51m 5 rolls 7.06 €/lm
S0 em /18] CAMOTM Brown
. . CAMF1R Red
CEU'RO:; \;\é";h Micro Cut CAMFIN Black 5m 4 rolls 9.20 €/lm
em/ 1 CAMF1M Brown
ALU- ROLL MEMBRANE
CAMO9R Red
g:u-Rzl; g;ambrane CAMO9N Black 5m 7 rolls 6.16 €/lm
e CAMO9M Brown
CAMF9R Red
»[M.U-RO]“ M?]mbrane CAMF9N Black 5 lm 7 rolls 8.61€/lm
e /1555 CAMF9M Brown
&
Alu-Roll Membrane CAMF950R Red 50 Im 1roll 8.61€/lm
(39 cm/15.357) CAMF950N Black
UNDER RIDGE KIT
Ridge clouser (1 m/39.277) -
Red 11 20 ts. . .
\ + 2 ridge battens brackets caMms1 CAMSO ¢ " units. - 31.20 €/u
RIDGE KIT
/' Ridge Kit
! *
‘ (20 units x m / 236.22") CAM136 Black 1ud. W 38.04 €/u.
Ridge Kit
_ Black 1 ud. *2 . .
- ' R (13 units x 6m / 236,22") CAM137 ac ! 35.64 €/u

*16m alu-roll + 20 battens + 20 screws + 40 small clips + 20 hooks or plastic clips + 10 batten brackets.

*26m alu-roll + 13 battens + 13 screws + 26 small clips + 13 hooks or plastic clips + 10 batten brackets.

BATTEN BRACKETS

Ridge Batten Bracket with CAMO5 Galvanized 4 it 50 units 4.26 €/u.
_ knock in screw (5cm/1.97) Steel
s
Adjustable Ridge Batten Bracket Galvanized ) :
ﬂ (5 cm /1,97 CAMO010 Steel T unit 50 units 3.77 €/u.
i Galvanized
- Ridge Batten Bracket MOD.Z CAM51 ag/anllze 1 unit 100 units ~ 2.08 €/u.
i (5cm/1.97) tee

52 *Package: units-pieces / box estimated ‘ Contact your sales representative for discounts ‘




VALLEYS

La Escandella

ROOFING THE WORLD

4|

Description Ref. Colour Silrl‘iirt\g l:,icslfﬁ?oex* Ex;p;g;ks

CAM18R Red

EAlu-Va;lley”Tape CAM18N Black 5(m 4rolls  10.66 €/lm

0em /118 CAM18M Brown

\'@ Sealing Wedge CAM37R Red Ttm  200units  1.24 €/u.

(6 x 100cm / 2.36" x 39.37")

CMO0500 Galaxy
; : CM0501 Slate Bote .
Repairer paint pot 1 unit 41.60 €/u.
P paintp CM0502 Brown  /°0tm

CM0503 Grey

CAMO10

CONNECTION SYSTEMS

CAMO08M / CAM36M

FLEX-ALU
: CAMOSR Red
em /7t CAMOSM Brown
v CAMFSR Red
Alu-Flex ) CAMFS8N Black 51lm 4rolls 14.95 €/lm
(40.em /15.757) CAMF8M Brown
COUNTERFLASHING
\ . . CAM36R Red
f«lu;nlmu”m counterflashing CAM36N Black 1 unit 20 units 7.67 €/u.
2m [ 78.747) CAM36M Brown

*Package: units-pieces / box estimated

Contact your sales representative for discounts ‘ 53




EAVE

Description Ref. Colour silr:ii?g ':)ac‘;'_‘/at?&* Exmggks
ALU-ROLL
‘ Alu-Rollo para desagiie canalén CAM13R Red/Black  51lm Lrollos  7.88 €/lm
[Ancho 23cm)
EAVES VENTILATION COMB
Eaves Ventilation Comb for Flat CAM14R Red 1 unit 200 units 1.11 €/u.
Roof Tile (6cm x 1m / 2.36” x 39.37") CAM14N Black
T . . CAM16R Red
WMWW Eavc?s_,merztllatlon C;)mb”for MI)7(?C| CAM16N Black 1 unit 200 units ~ 1.25 €/u.
oof Tile (11cm x Tm / 4.33"" x 39.377) CAM16M Brown
| Eaves ventilation comb with batten CAM58R Red 1 unit 50 units 2.50 €/u.
(bem x 1M/ 2.36” x 39.377) CAM58N Black
Metal bird spikes CAM38 Inox Tunit  Tunit  7.80 €/u.
(0.5 lm)
EAVE GRATING
Eave grating CAM33R Red 5/60lm 94 rolls  2.46 €/tm
(10cm /3.947) CAM33N Black 5lm
Metalic Eave
(10em / 3.947) CAM118RN Red/Black 5m 24 rolls 4.68 €/lm
Metalic eave membrane CAM121R Red 1 unit 20 units 19.24 €/u.
(10cm x 2.5m /3.94" x 6.5 CAM121N Black

CAM16N

54 *Package: units-pieces / box estimated

CAM33R

Contact your sales representative for discounts




VENTILATION

La Escandella

ROOFING THE WORLD

Description

Ref.

Selling Package* Ex-works
unit pcs./box price

WATERPROOF & CONDENSATION BARRIER MEMBRANES

115 gr/m? CAMé65 1.82 €/m?
Waterproof membrane 135 gr/m? CAM21 Roll 1 roll 2.24 €/m?
(15mx50m /49 x 5468 yd) 150 gr/m? CAM52 75 m? 2.50 €/m?
180 gr/m? CAMS53 3.12 €/m?
o Condensation barrier membrane 145 gr/m? CAMS56 roll 75m? 1 roll 2.73 €/m?
e T (1.5mx50m /4.9 x54.68yd)
ADHESIVE TAPES
Q Adr_xeswe tape for Wa”ter proof membrane CAM4A 1 roll 13.65 €/roll
1 side (5¢cm x 20m /1.97" x 21.87 yd)
& Adl.ieswe tape for Wat?r proof membrane CAM42 1 roll 46.80 €/roll
2 sides (5cm x 50m / 1.97" x 54.68 yd)
-
CAM43 1roll 60.00 €/roll

Nagel Adhesive tape - under tile drilling
(5cm x 20m /1.97" x 21.87 yd)

CONNECTION KIT FOR CHIMNEY SUPPORT

Connection kit @ 160 mm / 6.3”

1 unit . .
TI/ TG/ TP (for waterproof membrane) CAM130 o 143.00 €/u
Connection kit @ 160 mm / 6.3” .

1 t . .
TI/ TG / TP Butyl (for other surfaces) CAM131 o 143.00 €/u
Pipe reduction @ 160 to 125 mm / 6.3" to 4.9” CAM132 1 unit 26.00 €/u.
Flexible pipe @ 125 mm / 4.9” CAM133 1 unit 28.60 €/u.

*Package: units-pieces / box estimated

‘ Contact your sales representative for discounts ‘ 55




LAYING SYSTEMS

Description Ref. Sellng  Packaget  Exeworks
BATTENS
L.M of Treated W,,OOd b?tten f?r Solar System CAM92 1m Ibatten  9.62 €/lm
(5x5x240cm/1.97" x 1.97" x 94.48")
= L.M. of Treated wood batten
/ (4x3x240cm/1.57" x 1.18" x 94.48") CAMG8 fim Ibatten  3.64 €/tm
Ventilation metal batten . .
, (3% 2% 250 cms / bmm1thickness / 118" x 0.79°x 98.42° /0.02°)  CAMO43  Tunit funit 9.75€/u.
Galvanized steel batten 2x2x250cm oamoss 1 unit lunit  8.06€/u.
(6 mm /0.02" thickness) 0.79" x 0.79" x 98.42
Galvanized steel pgtten for Solar 5”x 3x 2?0 cm ~ CAMO50 1 unit 1 unit 15.34 €/u.
System (6 mm /0.02" thickness) 1.97" x 1.18" x 98.42
Galvanized steel batten for 2x2x250cm . :
1 t 1 t . .
TW and T6 (6 mm / 0.02" thickness)  0.79" x 118" x 98.42° CAMO52 an an 8.06 €/u
SCREWS
AR 100 units Flatvhead ?CFEWS CAM045 1 box 100 units  52.00 €/b0x
(7.5x 72 mm/0.3" x 2.83" / CONCRETE)
s 100 UNits Flat head screws CAM95  1box  100units 10.40 €/box
(5x 70 mm/1.96" x 2.8" / WOOD-WOOD)
100 units Flat head screws .
B (3.5 50 mm /014" x 1.97" / TILE-WOOD) CAM97 1 box 100 units ~ 3.90 €/box
100 units Self-supporting flat head drill screws _
D —. (4.2 x 45 mmm £ 017" x 1.77" / TILE-METAL) CAM94 1 box 100 units  11.70 €/box
100 unit H L head drill
1 “ﬂ»ﬂ unit Hexagonat head driil screws CAM93 1 box 100 units  18.00 €/box

(5,5x22mm/0.22" x 0.873" > with washer / METAL-METAL])

CAMO010 / CAM044

56 *Package: units-pieces / box estimated

=

‘ Contact your sales representative for discounts
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Description Ref. Colour Silrl]iir;g I?)acglf?l?oex* Ex;’\xtc);ks
HOOKS
CAMO7R Red
J) Ridge Tile Hook Q01* CAMO7N Black 1 unit 50 units 0.86 €/u.
CAMO7M Brown
CAM27RNEW Red
: Round Ridge Tile Hook Q02* CAM27NNEW Black 1 unit 50 units 0.94 €/u.
CAM27MNEW Brown
- . CAM10R Red . _
*
d Pyramid Ridge Tile Hook Q90 CAM1ON Black 1 unit 50 units 0.86 €/u.
Angular Ridge Tile Hook Q120* and CAM123R Red . .
. H 1 t 50 unit . .
Q145* (Curved 50 roof tile LOMERA T5) CAM123N Black o Hnis 0.99 €/u

CLIPS

Metal hook/clip for wooden batten - _ :
TN, TV, TI38x27 / 30x40mm // 1.5°1.06" / CAMS9 Inox. funit 250 units0.62 €/u.

1.18"x1.57 battens)

o
Eave hook/clip for roof tiles with lace CAM62 Inox. 1 unit 100 units  0.75 €/u.
| (8cm/3.157)
=
" Metal clip clipped with a TN, TV, TI CAMb4 : -
bumper (25x38 / 25x50mm // TW CAMS&6 Inox. Tunit 500 units  0.55 €/ud.
0.98"x1.5"/0.98"x1.97"battens)
Metal clip for Curved (17cm/6.69") CAM&1 | Tunit 400 unit
% roof tile 50 H4am/551] CAMIS nox. uni units  0.12 €/ud.
(/) Metal clip for Curved roof tile 40 CAM25 Inox. Tunit  1.000units  0.09 €/u.
(7.2cm/2.837)
Eave metal clip for curved roof tile CAM74 Inox. 1 unit 200 units 1.03 €/u.
- (28,5 cm / 11.227)

’ Universal clip TG, TP, TS, TI, TN, TV CAM26 Galvaniz. 1 unit 250 units ~ 0.39 €/u.
= = ClipPlanum rooftile CAM138 nox.  lunit  S0units  1.14 €/u.
- (12x1,2mm/0.47" x0.05")
= Clip Visum3 roof tile - -

\ CAM139 Inox. 1 unit 50 unit 1.14 €/u.

— (12x1,2mm/0.47" x0.05") nox o e fu
Snow stopper hook C-315 CAM29R Red . _

/ T Ty CAM29N Black 1 unit 100 units  4.00 €/u.
Snow stopper hook C-380 CAM30R Red 1 unit 100 unit

/ TN-TI-TV CAM30N Black o units 5.0 €/u.

*Package: units-pieces / box estimated ‘ Contact your sales representative for discounts ‘ 57
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MORE
ceramic products

La Escandella offers a wide range of ceramic products, from
ornamental products to bricks and natural stones.
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TERRACOTTA PRODUCTS
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24 x25%x12cm /9.45x9.84 x 4.72 inch

Description Ref. U";t;rgiflet pi‘gf;g[rl‘(tg] Units/m? Eflc‘g"g/kus
WINDOW LATTICE
Clover Red Ceramic Window Lattice
20x20x 7 cm /7.87x7.87x2.75inch FACE01 400 2.5 25 2.661
Star Red Ceramic Window Lattice
20x20x7cm /7.87x7.87x2.75inch FACE02 400 2 25 2.661
Arabian Red Ceramic Window Lattice
28.5x18x7cm /11.22x7.08x 2.75 inch FACEO3 320 2.4 3.615
Polar Red Ceramic Window Lattice
20x20x 7 cm /7.87 x 7.87 x 2.75 inch FACEO4 400 2 25 2.661
Alhambra Red Ceramic Window Lattice FACEO5 192 38 6.048
29.5x%27.5x7cm /11.61x 10.82 x 3.54 inch ’ '
Arabesque Red Ceramic Window Lattice FACE06 400 28 o5 2.661
20x20x 7 cm /7.87 x 7.87 x 2.75 inch ’ ’
Flower Red Ceramic Window Lattice FACEQ7 400 28 o5 2.661
20x20x 7 cm /7.87x7.87 x 2.75 inch ’ ’
Fatima Red Ceramic Window Lattice FACEOS 254 28 25 4.650
25x25x7cm /9.84x9.84x2.75inch ’
Square Red Ceramic Window Lattice CACEO09 683* 1.35 40 2.010
15x15x7cm /5.9%x5.9x3.54 inch '
Square Red Ceramic Window Lattice CACE10 420* 295 o5 2.813
20x20x7cm /7.87x7.87 x2.75inch ’
Rectangular Red Ceramic Window Lattice  cacE11 700* 1.45 50 2.410
20x10x7cm /7.87x3.94 x2.75 inch ’
* Consult pallet
OTROS
Red Wine Rack 2 bottles FABO001 160 5.5 6.729
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FABOO1 | WINE RACK 2 BOTTLES

31x20x 4cm /12.20x 7.87 x 1.57 inch

et R

HANDRAIL

|7-I xa %Tiii:qo; z'ffstii§§4v¥i9r.‘f5mh FAPS07 612 1.8 A 3.481
g A FAPS20 800 1.2 5 3.185
e e CAPS12 768 13 5 2.605
i o LR caPs18 50 161 5 3.648
ot o CAPS22 468 192 5 4010
T T caps2t 4se 2065 4221
Handrail - 26 cm interior / 10.2_3" interior CAPS26 420 219 . 4533
30x 20 x hem / 11.81x 7.87 x 1.57 inch

Handrail - 2 8cm interior / 11.02" interior CAPS28 130 250 . 7088

FACEO1 | CLOVER WINDOW LATTICE

+F

FAPSQ7 | HANDRAIL FOR LATTICE WINDOW

FACEOQ4 | POLAR WINDOW LATTICE

¢ BTN .Y
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CEILING CERAMICS

=T

Descripton Ref.  Unepallet  Meign Exuerke

LONG BRICKS

Long brick 50x20x3cm/19.7x 7.9 x 1.2 inch B050 390 3 0.97
Long brick 60x20x3cm/23.6x7.9x1.2inch B060 390 35 1.13
Long brick 70x20x3cm/27.5%7.9x1.2inch B070 195 4 1.30
Long brick 50x25x3.5cm/19.7x9.8x 1.4 inch B055 264 /330 35 1.14
Long brick 60x25x35¢cm/23.6x9.8x1.4inch B065 264 /330 4.2 1.25
Long brick 70x25x3.5cm/27.5x9.8x 1.4 inch B075 132 4.9 1.35
Long brick 80x25x3.5cm/31.5x9.8x 1.4inch B080 132/165 5.9 1.53
Long brick 90x25x35¢cm/354x9.8x 1.4inch B090 132 6.6 1.71
Long brick 100x25x3.5¢cm/39.4x9.8x 1.4 inch B100 99/132/165 7.1 1.85
Long brick 110x23x3.5cm/43.3x9x 1.4 inch B110 132 7.8 4.39
Long brick 120x23x3.5cm/47.2x9 x 1.4 inch B120 132 8.7 4.95
FLAT LONG BRICKS

Flat long brick 50x25x3.5¢cm/19.7x9.8 x 1.4 inch BL55 264 3.7 1.44
Flat long brick 60x25x3.5cm/23.6x9.8x 1.4 inch BL65 264 44 1.62
Flat long brick 70x 25x3.5cm /27.5x 9.8 x 1.4 inch BL75 132 4.9 1.80
Flat long brick 80x25x3.5cm/31.5x9.8x 1.4 inch BL80 132 5.6 2.16
Flat long brick 90x25x3.5cm/35.4x9.8x 1.2 inch BL90 132 6.3 2.52
Flat long brick 100x25x3.5cm/39.4x9.8x 1.4 inch BL10 132 7.0 2.88
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Units pallet Weight Ex-works

Description Ref. aprox. piece (Kg) price €/u.

LARGE HOLLOW BRICKS

’\} Large hollow brick 60x23x2.5cm /23.6x9x0.98inch ~ CMOC60 160 A 12.38

Large hollow brick 70x23x2.5cm /27.5x9x098inch ~ CMOC70 130 4.7 14.81

SPECIAL DIMENSIONS BRICKS

Long brick 130 x 25 x5 cm /51.18 x 9.84 x 1.97 inch CMO0130 84 115 5.16
Long brick 140 x 25 x5 cm /55.12 x 9.84 x 1.97 inch CM0140 84 12 6.38
Long brick 150 x 25 x5 cm /59 x 9.84 x 1.97 inch CM0150 84 13 6.56
Long brick 160 x 25 x 5 cm /63 x 9.84 x 1.97 inch CMO0160 84 14 6.90
Long brick 180 x 25 x 6 cm/ 70.86 x 9.84 x 2.36 inch CM0180 72 17 8.44
Long brick 200 x 25 x 6 cm / 78.74 x 9.84 x 2.36 inch CMO0200 72 19 9.66
CURVED VAULTS
%exdzz? . giﬂ\/lgﬂlztxsxggtzgm inch cBoC7P 90 8.0 5.63
%exdzz? ;J gign\/lgﬂlztxs;zgpf 94.41 inch CBOC7D 70 80 5.91
I%edeBC;J gg?:g\/l%%txsgggggse inch CBOCSR 76 70 7.31
| White Curved vault striped CBOCBA 9 70 7.31
13x 25 x 53 cm / 5.12 x 9.84 x 20.86 inch
STRAIGHT VAULTS
= Vault 62x24x13cm/24.41x9.45%5.12 inch CB0070 90 8.5 3.00
' Vault 62 x24x17 cm / 24.41 x 9.45 x 6.7 inch CB0072 70 10.0 3.19
Vault 62 x 24 x20 cm/24.41 x 9.45 x 7.87 inch CB0073 60 10.5 3.56
Vault 62 x 24 x 22 cm / 24.41 x 9.45 x 8.66 inch CB0074 50 11.0 3.75

Vault 62 x24x25cm /24.47 x 9.45 x 9.84 inch CB0075 50 13.0 413




SOLIDS - FACE BRICKS

Descripton Rof,  Unlopalet  wept - Bworke

SOLIDS

BT D 1 2% 354 CMAM25 % Vo

B2 26 7164355 4 mch CMAMAD 8 po o

auca w1 o

om0 w2
MAMSB s 17 oas
N st pas WA 0s s
cwRE s 1 o7
KD mhehns cHawE o oT
N e e m 1 s
W o v w1 ows

KLINKER PAVERS
' Red (20 x 10 x5 cm /7.87 x 3.94 x 1.97 inch) CA100 475 2.2 1.196
' Brown (20 x 10x5cm /7.87 x3.94 x 1.97 inch) CA101 475 2.2 1.248
\Na?® White (20 x 10 x5 cm /7.87 x 3.94 x 1.97 inch) CA102 475 2.2 1.885

WATER REPELLENT FACE BRICKS

e Tt o conrs e o

Water repellent face brick - Brown CCA039 576 1,55 1.105

(24x12x5cm /9.45x4.72 x 1.97 inch)

Water repellent face brick - Salmon CCA009 576 155 0.910

(24 x12x5cm /9.45x 4.72 x1.97 inch)
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FIREBRICKS
Descripton Rt Unispallet Meght, Do

SEVILLA FIREBRICKS
Firebrick 3x11x22cm /1.2x43x846inch CRE23N 1.000 15 0.884
Firebrick 4x11x22cm /1.6x4.3x8.6inch CRE24N 750 2 1.014
Firebrick 5x11x22cm /2x4.3x8.6inch CRE25N 600 25 1.196
Firebrick 3x11x22cm /1.2x43x8.6inch CRE53R 896 1.5 0.975

- Firebrick 4x11x22cm /1.6x43x8.6inch CRE54R 672 2 1.066
Firebrick 5x11x22cm /2x43x8.4inch CRE55R 544 2.5 1.274
VALENCIA FIREBRICKS
Firebrick 2x11x22cm /08x4.3x8.6inch CRE020 980 1 1.378
Firebrick 3x11x22cm /1.2x4.3x8.46inch CREO030 924 15 1.638
Firebrick 4x11x22cm /1.6x4.3x8.46inch CREO040 728 2 2.054
Firebrick 5x11x22cm /2x43x8.46inch CRE050 588 2.5 2.340
Firebrick 2.5x10x20cm /1x3.9x7.9 inch CRE025 980 1 1.352
Firebrick 5x10x20cm /2x3.9x7.9inch CREO051 760 2 2.002
Firebrick tile 33 x33x2.5cm /13 x 13 x0.98 inch CREBO030 102 5.8 15.600
Fireproof mortar/cement 25kg. /55 (bs. RE900 48 sacos 25 29.900
GLAZED TILE
Red glazed tile 20 x 20 cm /7.9 x 7.9 inch CRE320 1,750 0.7 3.055

Contact your sales representative for discounts ‘ 65
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CERAMIC PAVEMENTS

SYXAXALLITITIT

Description Ref. Uniat;rgiflet pi\‘/evce;g[r;(tg] Units/m? Ef.c‘ﬁ"g/'ff
ﬁzexdzfmacl:nﬂ/lij X 9.45 x 0.4 inch FA024 3,200 0.45 34 0.438
5exd2§T1a::nti}§.5 x 11 x 0.4 inch FA028 2,400 0.67 25 0.641
5;exd285rxn1a.‘3tlc’:ri1l?55 x 11 x 0.5 inch FA428 1,920 0.80 25 0.709
rz}l:tzzdx :i:wti/l& x 11 x 0.4 inch FA228 2,280 0.65 25 0.603
5exdng1a:Lt;l§52X":1 x 0.4 inch FAS28 2,240 0.67 25 0.461
5exd2§T1§élcﬂl?5?£i 11x0.5inch FAS48 1,792 0.80 25 0.535
r?)exdm?rxnoéélcﬂl?au x5.12 x 0.31 inch CABO13 5,040 0.26 60 0.414
guexdzgiiﬁzcm /7.87 x 7.87 x 0.47 inch FAB120 1,350 0.70 25 0.819
Clay window sllls o7t FAV028 960/480 085  35Am  1.773
Clay window /Sglésx e FAVO14 1536/768 085  7/m  1.773
;'.:Ol%xiy?jvc\lms;lg; X 8.46 x 0.55 inch FAV021 1,120 1.12 5/lm 2.461
sla:s‘lcx)gg :i1lé5 cm /13 x 13x 0.6 inch CAEB33TR 441 335 9 3.780
Eolggg :i}% cm/11.8x 1.8 x 0.6 inch CAEB30TR 495 2.75 1 3.245
:?otjgz x1.5cm/11.8x12.6 x 0.6 inch CAEP30TR 198 4.40 3/tm  16.484
3?;?5 31x2cm/12.8x12.2x0.79 inch CAEP33TR 306 4.40 3/m  13.230
Skirting board CAER33TR 1152 078 3 /im 3.201

8x32.5x1.5cm/3,1x12.8x0.6inch
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STONES

Description Rt Unspollet Mg B
STONES
Rustic stone fire grey CPROGF 40 45kg/m’ 13.07
Blue macael CPR067 30 50kg/m? 14.30
Roots rustique 2-3 cm /0.08"-0.12" CPROOR 20-30 50kg/m? 12.00
Rustique rust-solid CPR039 30 50kg/m? 12.00
Macael Triana gold quartzite CPRO070 30 50kg/m? 16.90
Rustique red russet CPRO057 20 50kg/m? 17.55
Yellow slate CPR068 30 50kg/m? 8.00
Quartzite verdeso buratai CPRO076 20 50kg/m? 14.00
Cristaline rustique CPROOC 30 50kg/m? 20.15
Brown cristaline CPRO54 20 65kg/m? 20.15
Solnhofen 8-12mm /031"~ 0.47" CPR020 75 21kg/m? 24.05
Yellow rustique CPROOA 25 50kg/m? 14.30
Solid-roots rustique 5-7cm/0.20"- 0.28" CPR045 15 80kg/m? 15.00
Quartzite grey buratai CPR0O77 20 55kg/m? 14.00
Quartzite pinkish white CPROCZ 30 75kg/m? 9.00
PEBBLE STONES
Pebble stone sack CPR301 1.000kg +1.000kg/pallet  364.00
Pebble stone sack CPR303 1.000kg +1.000kg/pallet  364.00
Pebble stone sack (25 kg /55.11 bs) CPR202 48 sacks 25kg/ sack 13.00
Pebble stone sack (25 kg /55.11 bs) CPR203 48 sacks 25kg/sack 13.00

RUSTIC STONE FIRE GREY BROWN CRISTALINE

1

TR A

PEBBLE STONES




General Terms and Conditions of Sales
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La Escandella (“Seller”) is a company specialized in the marketing
of construction materials intended in particular for construction
traders and professionals. These general terms & conditions of
sale ("GTCS") set down the terms and conditions under which the
Seller offers its products (“Product(s)”) to business customers
(“Buyer(s]”] for sale. Since the GTCS are systematically provided
or sent to each Buyer, the fact of placing an order implies full
acceptance by the Buyer of these terms & conditions. The Buyer
declares it has read and accepted these terms and that it has
been free to negotiate them.

No special conditions on the part of the Buyer, in particular
purchase conditions, may prevail over these conditions without
the prior written consent of the Seller.

ORDERS

Orders issued by the Buyer are only accepted after written
confirmation is obtained from the Seller with the Seller indicating
the nature and quantity of the Products, as well as an estimated
availability date. The sale shall be deemed complete and shall
take effect upon receipt of such confirmation.

Orders must be placed by email to our customer services. In order
to avoid errors, telephone orders shall be confirmed in writing by
the Seller and must be specifically validated by the Buyer.

To maintain the philosophy of continuous improvement, once
received the confirmation by the customer, we require 48 hours
for the preparation the order that require manual handling and
selection, to ensure that you are ready for loading at the time the
designated transport company comes to our production site.

For all intents and purposes, it is specified that in the absence of
a written order confirmation, the shipment of the Products and/
or the sending of an invoice by the Seller shall be deemed to be
confirmation of the said order, provided that this order was sent
by the Buyer to the Seller in written form.

Due to the natural colours of the clays, slightly different shades
may appear in the tile colouring. Also, the Seller recommends
when installing the Products, to combine tiles from different
pallets, according to the standard UNE-136020 relating to the
installation of terracotta roofing tiles.

The rendering of colours on photographs/drawings/pictograms in
noway constitutes an obligation of result and cannot be completely
faithful to reality. Consequently, no action may be taken by the
Buyer against the Seller on the basis of non-compliance in this
respect.

PRICES

The price list applies ex-works, unless otherwise stated in the
price list. This price list cancels all previous and enters into force
on February 1st 2024. Please always check the latest version of
this PVP 2023 price list on our website: www.laescandella.com

However, the published prices (catalogues, prospectus or other)
may be revised by the Seller without notice, in the event of changes
in economic circumstances, in particular in the event of changes
to manufacturing costs.

Prices are exclusive of VAT.

Eave roof tiles increase +0.70 €/piece the price in curved tiles;
increase +1.40€/piece in pressed tiles Mixed, Flat and H-Selection
tiles, as well as in all accessories.

All tiles are sold in full pallets. For each partial pallet required a
25% packaging charge will be applied to theinvoice.

DELIVERY

The Products are delivered packaged according to the methods in
force at the time of their manufacture. Ceramica La Escandella S.A.

reserves the right to modify the dimensional characteristics, the
weight and units per pallet without notice.

The dimensions, thicknesses and weights of the materials are
approximate.

Deliveries are only made subject to the availability of the Products
and shipping, and in any case, in the order of incoming orders.

Unless otherwise agreed between the parties, the Products are
delivered EXW/ex works of the Seller (ExWorks INCOTERMS
® ICC, 2020]). The cost of shipping shall be borne by the Buyer,
except for deliveries within France. The shipment reference is the
order number. A confirmation of the delivery date will be notified
to the Buyer, it being understood that the delivery dates are for
information purposes only. Failure to comply with these dates
may not give rise to any action for compensation by the Buyer. In
the event of a product being unavailable, a new order confirmation
indicating the new indicative date of availability of the Product will
be sent to the Buyer.

Carriers are responsible for damage and losses incurred during
transport. Thus, it is incumbent on the Buyers and/or recipients
of the Products to have the necessary inspections carried out
immediately, and at the latest within 48 hours of receipt, and to
exercise their own remedies against the carriers.

Deliveries are only made to construction sites and premises of
companies that are easily accessible. The financial consequences
of difficult access as well as any damage caused as a result to
or by a vehicle of the Seller shall be at the expense of the Buyer.
The Seller will be free to refuse to make the delivery to places
that may involve risks in terms of safety or deterioration of the
vehicles.

The Products must be inspected at the time of unloading. In the
event of an apparent non-conformities or apparent defects in the
Products delivered with respect to the Products ordered or the
delivery note, the Buyer must notify the Seller in writing within
48 hours of delivery of the Products and provide photographs
attesting to said non-conformities. After this period, no claim
in this respect may be made. In the event of a non-visible defect
or hidden defect, the notification period is extended to seven 7
calendar days from the use of the Products. This period cannot
in any case exceed the duration provided for by the statutory
guarantee.

Where the cause of the claim relates to a Product non-conformity,
the Seller is obliged to replace the said Product, only to the extent
that it is considered to be a non-conformity within the meaning of
standard EN 1304.

The installation of the Products (method, means, etc.) is the
responsibility of the service provider designated by the Buyer,
and this by virtue of the regulations in force, and in particular the
standard UNE-136020 relating to the installation of terracotta
roofing tiles and the specifications of La Escandella.

GUARANTEES

The statutory guarantee applies in the event of a defect or non-
conformity in the Products delivered.

The guarantee only applies when the Products are used for
purposes consistent with their intended purpose. The Seller does
not guarantee the watertightness of the roof when terracotta
accessories are used that are not among its range of Products.
In addition, no guarantee shall apply in the event of damage
or accidents resulting in particular from negligence, lack of
maintenance, natural wear or abnormal use of the Product.

Furthermore, in order to benefit from the guarantee, the Products
must be installed in line with good practices as regards traditional
products and with the rules of use as set down in technical notices,
professional rules or certifications that apply to the products.

In the event of a non-conformity or proven defect, the Seller shall
only be required to replace or refund the Products acknowledged



as being defective by the Seller. The cost of labour incurred by
this replacement shall be at the expense of the Buyer. For all
intents and purposes, it is specified that the replacement of a
Product under guarantee does not have the effect of creating
new guarantee conditions or extending the initial guarantee
conditions.

Furthermore, in the event that the Seller has stopped marketing a
Product covered by the guarantee, the Seller reserves the right to
replace said Product with a Product of similar quality. The Seller
reserves the right to supply another type of product in the event
that the Seller has stopped marketing the Products that are the
subject of the claim at the time the guarantee is invoked.

For more details of the guarantees or certificates, see
www.laescandella.com website in the section of downloads,
certificates.

INVOICING AND PAYMENT

The Products are sold at the price in effect at the time of delivery
or pick-up by the Buyer.

With regard to Products requiring individual transport supports,
an additional price of 25% will be applied to the departure price.

For Products manufactured to order, a deposit must be paid by the
Buyer under the following conditions:

It is specified that the applicable payment terms will be those
agreed between the Buyer and the Seller which may not however
exceed the statutory payment deadlines. Payment within
the meaning of these general terms and conditions of sale
corresponds to the actual receipt of the sums due.

In the event of failure to pay by the due date, without the specific
prior agreement of the Seller, all sums due by the Buyer shall
become immediately due and payable.

In addition, any unpaid amount when due shall bear interest at
a rate equal to the interest rate applied by the ECB to its most
recent refinancing operation on the due date of the applicable
payment period, plus ten (10] percentage points.

Interest will start to accrue from the day following the due date
shown on the invoice and will continue to accrue until the payment
of all sums due by the Buyer to the Seller.

In the event of late payment, a flat-rate fee for collection costs of
40€ will be added to the late penalties due to the Seller. These
penalties and collection fees are due ipso jure.

In the event of a change in the legal or financial situation of
the Buyer which may affect its ability to honor its financial
commitments, the Seller reserves the right, even after partial
execution of an order, to require guarantees or to cancel orders
in progress.

RETURNS/CANCELLATIONS

The return of non-defective Products by the Buyer must be the
subject of a prior written authorization from the Seller. In the event
of specific acceptance by the Seller, returns must be accompanied
by the references of the delivery note and the invoices concerned,
and this within six (6] months following delivery. Any cost
generated by a return shall be borne by the Buyer.

A reduction for depreciation of between 0% and 50% of the
invoiced price, depending on the return time of the Product in
question, will be applied, at the discretion of the Seller. However,
it is specified that returns of accessories will be subject to a
reduction for depreciation of at least 20% of the invoiced price.

All orders requiring material preparation cannot be modified or
cancelled. Where appropriate, a handling fee of 15 Euros per
pallet/package will be automatically applied.

La Escandella
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PERSONAL DATA

The Seller processes its customers’ contact data (including
those of the Buyer] for the purposes of managing the business
relationship and, unless objected to, commercial canvassing.
This processing is based on legitimate interest (performance of
the contractual relationship and business activities). The data
is stored for the duration of the contractual relationship and for
three (3] additional years thereafter for canvassing operations,
then archived as means of proof. The data is intended for the
Seller’s authorized staff and any sub-contractors. Data subjects
have the right to access, rectify, delete, object to restrict and give
post-mortem instructions with respect to their personal data and
these rights can be exercised in writing at the following address:
C/Belgica, 1, Pol. Ind. La Escandella, 03698 Agost, Alicante,
Spain. They may lodge a complaint with the AEPD (the Spanish
Data Protection Agency).

RETENTION OF TITLE CLAUSE

The Products sold shall remain the Seller’'s property until full
payment of the price in principal and incidental costs. The Buyer
shall ensure that the identification of the Products is always
possible.

The above provisions do not preclude the transfer upon delivery
of the Products to the Buyer of the risks of loss or deterioration to
the Products as well as the risk of damage that they may cause,
subject to retention of title.

In the event of garnishment or any other intervention by a third
party on the Products, the Buyer must without delay inform the
Seller in order to enable it to oppose it and preserve its rights.

The Buyer shall also refrain from pledging or assigning title to the
Products as security.

LAW IN FORCE - RESOLUTION OF DISPUTES

The GTCS are governed by Spanish law to the exclusion of its
conflict of laws provisions. The parties specifically exclude the
application of the United Nations Convention on Contracts for the
International Sale of Goods. Any dispute arising concerning the
sale of Products by the Seller shall be referred to the exclusive
jurisdiction of the relevant Commercial Courts located in the
jurisdiction of the place of the Seller’s registered office.

La Escandella reserves the right to modify and/or remove certain
models presented in this catalogue without notice. The colours
of the parts may differ slightly from the originals. The parts
presented in this catalogue are decorative suggestions of an
advertising nature. The installation instructions published by La
Escandella must be used for the actual installation.

COMPLIANCE

In accordance with its ethical obligations, the customer formally
undertakes not to resell or re-export the supplier’s products to
any person or entity subject to sanctions by the European Union or
the United States. The customer also undertakes not to maintain
any business relationship whatsoever with entities located in
the following countries: Iran, Syria, Cuba, North Korea, Crimea,
Russia. The supplier may not be held liable to third parties for
any breach of these prohibitions by the customer or for any
consequences of any kind that may result therefrom.

[=]
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Commitment to
the environment
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At La Escandella we care

forthe enviroment

SUSTAINABLE
ENVIRONMENT
IS OUR COMMITMENT

The maintenance and protection
of the environment is a constant
commitment to La Escandella;
these values are reflected in
a co-generation plant that
allows us to rationalize the use
of energy, which in turn is also
environmentally friendly.

By using lead-free ceramic
mixtures, La Escandella gets
its engobes to imitate nature,
thereby showing a totally natural

aging.

IMPROVEMENT OF OUR
WATER MANAGEMENT:
ZERO DUMPING OF
INDUSTRIAL WASTE

All the wastewater discharged
in the industrial productive
processes is recovered and
treated through a sedimentation
reservoir (sewage sludge).

CONTROL OF AIR
EMISSIONS

La Escandella monitors and
evaluates the CO, emitted into
the atmosphere, as per the Kyoto
protocol rules. The company
also conducts periodic checks
of diffuse, channelized and
noise emissions in compliance
with the parameters of our
IEA (Integrated Environmental
Authorization).

Thanks to all this, we manage to
produce high quality roof tiles in
the line of the best architectural
tradition while implementing
cutting-edge technologies and
having the strictest respect for
the environment.

A NATURAL AND
SUSTAINABLE PRODUCT

Clay roof Tiles are a sustainable
and energy-efficient choice for
any construction project. That
is why, at La Escandella we
keep our commitment to the
environment and the ecosystem
by manufacturing products with
raw materials that come from
Mother Earth.

Unsurpassed durability. Unlike
other materials, our clay roof
tiles at La Escandella have a
long life of over 100 years. They
are natural products that do not
require maintenance; therefore
the use of chemical cleaners
needed by other roofing
products is not necessary.

LA ESCANDELLA CLAY
ROOF TILES ARE 100%
RECYCLABLE.

The tiles that cannot be sold
due to deficiencies in any part
of the process are crushed and
used in small percentages in
the manufacturing of new tiles,
which entails the recycling and
reuse of products and makes
the process totally organic.

BCe
GlobalEPD
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How can we help you?

Are you thinking of renovating your home?

Do you want to improve your energy certification to rent or sell your home?

Do you have a new project?

Contact us!

@® (+34) 965 691 788

@ dpto.tecnico@laescandella.com
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La Escandella

ROOFING THE WORLD

www.laescandella.com

C/ Bélgica 1
Pol. Ind. La Escandella
03698 AGOST (Alicante) SPAIN



